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1 -1 -HISTORY

At the beginning of its activity in the field of special missiles the
Engins Matra Company had established at the request of the Service Technique
Aeronautique a project study of a postal missile corresponding to an over-all
program with the following data:

-Range ......... ... i 1500 km
- Commercial payload .................. 200 kg

Take-off and landing had to be performed on a site of restricted dimen-
sions.

This program was abandoned in favor of studies of military ground/air
and air/air missiles, and the project study was not further pursued.

Nevertheless, initial thoughts led to certain basic ideas which were
patented in France and in several foreign countries. In particular, after
several years of investigation, the essential claims were granted in the U.S.A.
in 1954. They appeared to offer even today certain interest in their application
to missiles for conveying loads to be delivered with a certain precision at some
predetermined area of restricted dimensions (for example a site of some tens
of meters each way), which can be located in the neighborhood of population cen-
ters.

The essential basic idea* consists of making use of a rotary wing with
its axis of rotation lying in the longitudinal axis of the missile.

The machine takes off vertically with retracted blades. The "return
to ground" maneuver comprises a descent of the missile towards the landing
point, followed by a recovery at low altitude, which finishes up in a vertical
climb at the end of which, when the speed is sufficiently low, the rotor is
brought into action,

Descent takes place in autorotation, an automatic pilot stabilizes the
missile by controlling the rotor. Guidance by remote control or automatic
guidance by a vertical beam permits the positioning of the missile with good
precision on its landing field.

*French Patent No. 933, 558 dated 10,9, 46.
U.S.A. Patents No. 2, 684, 213 dated 10, 7,54 and 2, 886, 261 dated
12,5,59.
British Patent No. 69, 947 dated 12, 6, 50.
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In the original patent, the blades were folded along the body inside chan-
nels provided for this purpose. This led either to an increase in the drag, or
to difficulties in the arrangements of the propulsion units and equipment. In
addition, this arrangement made the unfolding of the blades a delicate operation.

At this point the Engins-Matra Company took note with interest of the
proposals of a foreign inventor, Mr. V. Isacco, who made a controllable
parachute rotor in England for airborne troops. Mr. V. Isacco, known before
the last world war for his helicopter work, considered his parachute as the
final aim. He wanted to settle down in France for personal reasons.

The Engins-Matra Company thought that Mr. Isacco's idea could profit-
ably complement those which it intended to use in its postal missile. The
parachute could be a first stage, so to speak a mock-up which was capable
of further extrapolation.

Mr. Isacco, in his parachute rotor, used two blades, each consisting of
a set of telescopic elements, which came into action under the combined effect
of small powder charges and centrifugal force. When compressed and folded,
the rotor was hardly more bulky than a conventional parachute. When extended,
its diameter reached 5.60 m, and the assembly weighed 15 kg.

The Matra-Company, after studying the prototype made in England, de-
cided to build five machines. The tests of the first four, carried out at Bretigny,
finished up in failure. The fifth rotor, launched from a helicopter over the
Cormeille region, functioned properly, and a film shows clearly the unfolding of
the blades, and the descent to the ground. This film still exists and can be
examined.

It must be emphasized that, in the Isacco parachute, the extension of
the blades, each consisting of nine elements, has never been the cause of fail-
ure. The uncontrolled rotor did not allow an autorotative descent with sufficient
stability. It is the dynamic instability and faulty setting of the blades which were
the reasons for the four failures of Mr. Isacco.

Thus, it was not until the fifth attempt, when, launched from a hovering
helicopter and after a modification of the automatic device for changing the
blade pitch, the Isacco parachute carried out a correct descent.

However, official scepticism over the interest in such a parachute on
the one hand, and the lack of a program which envisaged an application other
than that foreseen by the inventor on the other hand, did not permit us to pursue
the development of Isacco's work.
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Several months ago a patent was published in the United States covering
a rotor with extending blades, which resembles in its broad lines the Isacco
rotor, and which offers in its application a certain similarity with the Robert
and Henault (Matra) Patents.

It should be noted that this concerns a rotor intended for the recovery
of the cabin of a space missile (Von Saurma Patent, No. 2,969, 211 dated
24/1/1961). The Saurma blades have flexible skin and are made to extend by
the pressure of compressed air. The position of the Von Saurma rotor in rela-
tion to the missile axis and its means of control are related in a certain degree
to the Robert Patents.

The American patentee, Von Saurma, mentions moreover, Robert and .
Isacco (U.S.A. Patents). It should be thought, therefore, that the claims granted
to Saurma are limited as a result of the precedance of Isacco on the one hand
and Robert on the other (concerning the latter, see the U.S.A. claims contained
in Appendix 4).
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1 -2 - PURPOSE OF THE PRESENTA TION {

We have described above the past contribution of the Matra Company to
the postal missile-problem. Apart from the construction and tests of the Isacco
parachute, this contribution has been limited to analytical studies. In fact, at
the time when the project studies of the postal missile were completed, the
technology was not yet sufficiently well mastered to permit approaching the
construction of such a missile.

This is no longer true. It is at present possible to make use of missile
hardware of great reliability, if this requirement is taken into account in the
design stage. Such reliable material would permit the postal missile to fly
over inhabited regions without excessive risks.

In addition, the Engins Matra Company has acquired considerable exper-
ience in the field of ground/air missiles . In particular, the Company has
designed, constructed andtested R-422 and R-431 missiles, of which 200
specimens have been launched.

However, not being specialized in the technique of rotary wings, the
Engins-Matra Company has sought the collaboration of qualified engineers.
Thus, the Company proposed to the Giravions Dorand Company to take over
the responsibility for the design and construction of the rotor. The Giravions
Dorand Company, after examining the problem, has agreed to put its experience
at the disposal of the project and offer its guarantee. In fact, the Dorand sus-
taining unit design which we present in the present submission substantially
differs from the Isacco rotor. It is distinguished by a greater simplicity of
its conception, and for this reason should offer a greater reliability in use.

In addition, the Giravions Dorand Company will make a great contribution to the
study of the handling and guidance of the missile with rotor unfolded. Having
regard to these diverse contributions, we thought it worth while to present the
project studies of a postal missile. The program selected is less ambitious
than that which we recalled at the beginning of the preceding Section. The
program permits nevertheless, and this is essential, a feasibility study of

the formula. We have adopted the following type of mission;
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Our purpose is to show that the landing solution which we propose is al-
ready capable of realization and is well adapted to the postal missile problem,
having regard to the degree of recovery which it makes possible, and the pre-
cision of landing which it assures. These two factors enter directly into the
profitability of the operation.

Other factors must be taken into account before arriving at an operational
version of the missle, particularly the specification of the ground installations
which leads to the minimum cost of operation, and the integration of the
ground equipment within that of general air navigation systems.

We believe that these problems could be the theme of a further study,
and we submit a project of an experimental postal missile whose guidance is
provided by well-tested and available ground equipment, (operated by radar and
remote control), but which could be made lighter in the operational stage.
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1 - 3 - CONTENTS OF THE SUBMISSION DOCUMENT

In Chapter 2 we present in summary form the general properties of the
missile and of the guidance equipment used. This is followed by the operational
version envisaged by us and its possible further developments.

Chapter 3 contains the planning of the design, construction and tests of
the missile. This planning is foreseen over a period of four years. The finan-
cial forecast of the cost of the study and the sequence of payments are then -
established.

The specification of the missile is given in Chapter 4, namely aerodynamic
configuration, propulsion unit, arrangement and handling of the load. A detailed
description of the rotor is given. The performance of the missile is determined.

In Chapter 5, we deal with the guidance of the missile during the different
phases of its flight. We explain the chosen working principles, the guidance laws
envisaged, and the equipment to be used.

Three technical appendices complete this chapter:
- Appendix I gives the reference frames used in the course of guidance,
namely reference frames related to earth and reference frames related to the

missile.

- Appendix II deals with the analog computer used for the descent and
approach phases.

- Appendix III shows the piloting devices which control the flight of the
missile, both during the cruising phase and the descent with the rotor unfolded.

- Finally, in Appendix IV, a copy of the patents granted in the U.S.A.
covering the recovery of the missile by means of a rotor is reproduced.
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2 -1 - THE MISSILE

The performance values selected for the cruising flight are:
Altitude Z = 20, 000 meters
Speed M= 2

The following considerations lead to these two values:

- A high flight altitude permits, on the one hand, the flight of the missile
outside the zone of air traffic and, on the other hand, facilitates the operation of
the electromagnetic equipment necessary to provide the guidance in cruising.
(This latter factor will be the more effective the greater the lift required of the
missile).

- While for a range of 300 km the speed of the missile does not count
greatly, for much longer missions it is appropriate to make use of a supersonic
missile.

To fit these values the best propulsion method is the ramjet, both be-
cause of its simplicity and its low weight without fuel. In addition, the selec-
tion of the ramjet covers the possible extension of the cruising flight (Z = 25, 000
meters, M = 3, for example).

A first stage of propulsion is necessary to permit a rapid attainment of
near-cruising speed by the missile. This booster is a solid propergol (isolane)
propulsion unit, the casing of which remains on board the missile after burning
out,

The powder booster is placed in the missile fuselage, while two ram-
jets are attached to this fuselage.

The rotor has two blades. Each blade consists of three elements, of
which the last is telescopic. The rotor diameter is 6 meters.

The wing system is of cruciform layout. Each of the wings is provided
at its extremity with a leg, forming thus the support polygon of the missile
on touching the ground.

The take-off weight of the missile is 1170 kg, and the landing weight is
590 kg. Its length is 5.70 m and its width, 3.20 m (retracted rotor).
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The take-off of the missile is vertical. Traversing the 300 km is ac-
complished in 580 seconds. The descent with rotor unfolded which brings the
migsile down to the ground from an altitude of about 1000 meters vertically
above the landing point takes 80 seconds.

Complete mission of the missile thus takes approximately 11 minutes.
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2 - 2 - THE GUIDANCE

The ground equipment for guidance which permits the missile to follow this
trajectory consists of a guidance control unit installed near the landing point.
No special equipment is needed at the launching point. Since the take-off is
vertical, the missile reaches rapidly an altitude of 7000 meters after which it
is in optical contact with the guidance control unit and can therefore be taken
over by the unit. Until this instant, the flight can be controlled entirely by the
automatic pilot.

In order to provide guidance during cruising, the guidance control unit
includes the following equipment:

- An LY radar, modified so as to provide the localizing of the missile
all along its trajectory, provided the missile is equipped with a responder.

- An analog computer comprising standard computing elements, which,
starting from the position of the missile, computes the guidance signals.

- A remote control system which transmits the computed signals to the
missile.

Since LY radar does not provide a sufficient precision of localization to

bring the missile fo a landing site of 100 mz, it is necessary to replace LY
radar, to be called here the "cruising radar', by more precise localization
equipment for the approach and descent phases.

The guidance control unit equipment will therefore include a conven-
tional approach (total) radar which takes over the missile at about 20 km from
the arrival point. By setting up the telemetering equipment of this radar
at the center of the approach site, it is possible to achieve at the end of the
descent a precision within the limits of scatter, which must be ensured in land-
ing.

The entire equipment used for guidance, including the ground equipment
and missile-borne equipment, does not require special development. It has
already been tested and proved in many applications. In particular, so far
as we are concerned, the guidance equipment constitutes the pre-guidance
apparatus of the ground/air missile R-422.
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2 - 3 - OPERATIONAL VERSION

Concerning the missile, we have already indicated above that the concept
submitted here appears to us to be well adapted to operational utilization,
owing to its great precision in landing and the high rate of recovery of the
equipment. It is hardly appropriate at the moment to go further and envisage
an operational version of the missile without a precise knowledge of the program
and conditions of utilization.

On the other hand, concerning the guidance system, it should be noted
that the installation of two radars at each end of a two-way communication link
constitutes a large operational control net. Devices which may lead to a more
modest ground equipment system can be envisaged.

Thus, cruising can be directed fully automatically by a missile equipped
with an altimeter probe and navigation equipment (VOR receiver, for example,
of which the transmitting beacon is placed near the landing site). The missile car- -
ries out homing on the landing point during constant altitude flight.

The approach and descent with rotor unfolded can be carried out with
lighter equipment. In particular, the following possibilities can be considered:

- Guidance by automatic remote control by using a localizer better
fitted to the task than the approach radar (Cotal). In addition, it is possible to
use the outgoing beam of this electromagnetic link for transmitting to the
missile information issued by the computer, so as to assemble in the same
apparatus the localizing and confrol signal transmitting functions.

- On-beam guidance by producing a mobile electromagnetic beam, the
movement of which is programed so as to cause the missile to perform the
approach and descent maneuovers.

The development of such specific equipment for the postal rocket pro-
gram can be pursued only within the framework of an operational definition
of the mission. In addition, it would have to be perfectly matched to the
different phases of the missile flight, and particularly to the descent with
rotor unfolded. An analysis and preliminary tests of this descent are essen-
tial, even if it is not necessary to reach the final aim of the development, in
order to define the foundation for an operational version.
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3 - 1 - PLANNING OF THE DEVELOPMENT OF THE MISSILE

The planning of the design studies, construction and tests of the postal
missile is presented on page 26. This planning extends over four years.

In order to establish the planning sequence we have defined a certain
number of headings essential to the project, and we present the progress of
work under these headings during four years. These headings encompass the
general studies, the development and manufacture of components and the flight
tests,

Each of these headings is associated with an index number which is also
used in the financial estimate of the cost of this research.

We give below in chronological order a more detailed description of the
work to be carried out.
First Year:

During the first year the design and manufacture of prototypes only will
be pursued. In particular:

- The technical specification of flight control and guidance equipment
are evolved.

- The analysis and wind tunnel tests of the missile are performed.

~ The design of flight control and guidance equipment are started.

In fact, in considering this design work we have assumed merely
adaptation of existing equipment backed by a great deal of experience. The
performance which we expect from this equipment shouldnot require the

development of new concepts.

- The project work, the completion of the type record, and the manu-
facture of two prototypes of the rotor, are carried out during the same period.

Second Year:
The following work will be carried out during the year:

- Design work on the adaptation of flight control and guidance equipment
to the missile is pursued.
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- Prototypes of the flight control and guidance equipment are type-tested
in ground tests, subject to vibrations, accelerations, etc. In addition, guidance
equipment is tested in training flights in conjunction with guidance ground equip-
ment, to examine the correct operation of the guidance chain.

- The two rotor prototypes are used for mechanical tests, wind tunnel
tests (Chalet-Meudon), and portal frame tests (Melun). During these tests,
experiments are made concerning the flight mechanics of the missile with the
rotor unfolded.

Concerning the propulsive unit for cruising flight, an adaptation study is
pursued by a specialized company, starting from a fully tested ramjet.

Third Year: N

Six missiles are foreseen for carrying out experiments with the unfolding
of the rotor and the descent. The guidance loop for the approach and descent
under automatic remote control is tested. The climb trajectories of the missile
is vertical. The altitude attained is that of the pull-out peak (of the order of 1200
meters).

For these launchings the missile is provided only with a powder rocket
of reduced impulse.

If the necessity arises, experiments on the portal frame test stand or in
a wind tunnel are taken up again in between the launchings.

Towards the end of the third year, a new series of launchings is taken ~
up. Four missiles of reduced load capacity (provided solely with power rockets of
nominal impulse) are launched, in order to test the combination of the two 7
phases "approach' and "descent". In addition, tests of the cruising guidance
chain are carried out with aircraft,

Fourth Year:

The flight experiments of the approach and descent phases are completed.
Finally, four missiles carrying the complete equipment are launched to test the
mission of the normal type (300 km - 50 kg).

NOTE:

The test program which we have just described includes fourteen launch-
ings of missiles. This number appears to us necessary to permit a develop-
ment of the concept.

It appears to us rather difficult to make assumptions at the present
stage of this study, and for so small a number of launchings, about the recovery
expectation for the missiles during the course of the tests. We have therefore
based our financial estimates on the construction of fourteen missiles.
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Two possibilities arise:

- To manufacture all the fourteen missiles and eventually carry out more
launchings to simulate the first steps in operations by making use of recovered
missiles.

- To reduce the cost of the experimental phase by reaching during the
second year a better estimate of the expectation of recovery. In particular, tests
of the missile with rotor unfolded in the portal frame test rig should clear up this
point.
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3 - 2 - FINANCIAL ESTIMATE

In Table I we have given cost figures for each of the headings in the gen-
eral planning of the development of the missile.

The total amount obtained is:
NF 9,748, 000

This price was established, without taxes, based on the economic condi-
tions on the 1stof January, 1962.

Table II gives the sequence of payments (page 25).

NOTE:
In this amount, we have left the following out of account:

- Ground equipment for guidance. In fact, the essential part of this
equipment should be supplied by the C.N.E.T.

- Ground equipment, in particular the landing site.

- Equipment concerned with the drones used in training flights.
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TABLE 1
Details of Costs
Partial Total
REFERENCE DESIGNATION amount in amount in
NF NF
E. 1. Integration Studies
E. 2. Studies of Flying Controls and
Guidance
- Research Staff 1. 000. 000
E. 3. Aerodynamic and Stress Analysis
- Technical Staff 150. 000
-~ Models and Wind tunnel tests 100. 000
250. 000
E.4. Development and Manufacture of
Components
E.4.1 Missile and Servo-control
Components - Power Sources, -
Measurements
- Design Staff 160. 000
- Manufacture of equipped
airframe 1, 920. 000
- Tooling 250. 000
2,330. 000
E.4.2 Rotor
- Design Staff 610. 000
- Construction of test models
and wind tunnel supports 264. 000
- Tests in Eiffel and Sl wind
tunnels 200. 000
- Manufacture of two prototypes 296. 000
- Manufacture of 14 rotors 1,120. 000
- Manufacture of 14 driving
power units 210. 000

2, 700. 000
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Partial Total
REFERENCE DESIGNATION amount in amount in
NF NF
E.4.3 Powder Rocket
- Design and bench tests 200, 000
- Manufacture of 6 rockets with
reduced impulse 40, 000
- Manufacture of 8 rockets with
nominal impulse 128. 000
368. 000
E.4.4 Ramjet Units
- Modification design and bench
tests 370.000
- Manufacture of 4 engine groups
with fuel supply and automatic
controls 192. 000
562. 000
E.4.5 Flying Control and Guidance
Equipment
- Modification design 220.000
- Supply of n assemblies 2 for
ground tests and possibly
carried flights
n - 2 for the missiles
Automatic Pilot (16) 1, 040. 000
Remote control receiver 240, 000
Responder (10) 180. 000
- Ground tests 250. 000

1, 930. 000
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|
Partial Total
REFERENCE DESIGNATION amount in amount in
NF NF
E.5 Tests
E.5.1 Wind Tunnel and Portal frame tests
of rotor
This expenditure was posted under
E.4.2
E.5.2 Carried Flight
E.5.3 Launchings
- Technical staff travelling
expenses 550. 000
-~ Ground equipment for
launching 58. 000 608. 000
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4 -1 - AERODYNAMIC CONFIGURATION

The missile configuration is that of a tail-first layout with a cruciform
arrangement of the wing system. The two ramjet units are arranged in the yawing
plane. Pages 41 and 42 show two general arrangement drawings, the first shows
the missile at the start, the second on landing with rotor unfolded.

Fuselage

The fuselage is circular. The front part is an ogive with an aspect ratio
of 4. The diameter of the cylindrical part is 0.64 m.

The total length is 5.70 m.
wings

The wings are of trapezoidal shape, jointed at their root chords two
wings of a pair have the following dimensions:

Span 2.56m

Surface area 2.5 m?
Root chord 1.46 m
Sweep-back of leading edge 49°

The section profile is lenticular and has a 4% thickness ratio.

The extremities of the wing pair are movable and constitute the control
surfaces in roll.

The surface area of the two control surfaces is 0. 12 mz.

Tail First Empennage

The front tail surfaces of trapezoidal shape perform the control of the
missile in pitch and yaw.

Surface area of the two front tail surfaces for pitching 0.321 m2

Surface area of the two front surfaces for yawing 0.212 m2

This difference of surface areas is due to the disymmetry between the

lift values in pitch and yaw. The aerodynamic center in yaw is, in fact, in a
more advanced position than the aerodynamic center in pitch.
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In order to preserve a sufficient static stability margin in yaw we were
obliged to reduce the surface area of the front tail surfaces.

The following curves are shown:

Page 43 The variation of CX minimum

Page 44 The variation of %(%g (in pitch) and Qc%y (in yaw).

Page 45 The variation of %CTm (in pitch) and of 3%1 (in yaw) as a function
of the Mach number. '

As we shall see in Chapter 5, the aerodynamic properties of the missile in
a tail wind are very important for the analysis of the dynamic behavior of the
missile with the rotor unfolded. In page 46 we show two polar curves of the mis-
sile in the "roto-wind" conditions and in page 47 the position of its aerodynamic
center in a tail wind.

. In addition, in the course of the descent with rotor unfolded, the speed
is insufficient to permit control of the missile in roll by the control surfaces at
the extremities of the wings. Since, in addition, (this point will be discussed
in the chapter on guidance) it is profitable to stabilize the attitude of the missile
in roll during the descent, it is appropriate to install a special device for this
phase. A variety of means can be envisaged, such as a motor element arranged
between the rotating part and the missile, and a micro-nozzle ejecting a com-~
pressed gas. A final selection will be made when the friction torque of the rotor
hub will be determined more precisely. However, within the framework of the
present document, we have provided the missile with a stabilizing device operating
with compressed air which acts through two nozzles placed at the ends of the wings.
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4 - 2 - PROPULSION

Powder Booster Rocket Stage

The propulsive unit has the following data:

Powder Isolane

Specific Impulse Isp = 238 sec
Weight of powder 360 kg

Empty weight 80 kg

Impulse 840 - 103 N. sec
Outside diameter 640 mm

Overall length 1930 mm

Final analysis of a more advanced type will make it possible
to optimize the duration of propulsion which was selected to be 10
secs for the present project study. It should be noted that, after 4
secs, in other words, at M = 0. 8, the ramjet units intervene during
the boosting phase to an extent which is no longer negligible. The
lower strata of the atmosphere permit the ramjet unit to develop a
large thrust in spite of the substantial reduction of the thrust coef-
ficient at the operating Mach number.

Ramjet Cruising Stage

Description

Each Ramjet unit has the shape of a circular elongated barrel.
The front portion constitutes the diffuser surrounding a central body with
a conical nose having an apex semi-angle of about 30°. The cylinder
diameter is 0.400 m. The rear portion contains the convergent and
divergent nozzle. The total length of the propulsion unit is 2.500 m.
The empty weight of each propulsion unit is 45 kg, without counting the
fuel supply and control devices.

The required injection pressure will be supplied by a turbine fed
by outside or inside air.

The design of the ramjet unit will be entrusted to a specialist
company. The performances required of this engine are within the
framework of French built engines and should not, therefore, require
new development.
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Performances

Curves of the thermodynamic thrust coefficient CT (see page 48),

referred to the cross-section of the combustion chamber correspond
broadly to a combustion temperature of 2000°K. This combustion tem-
perature is achieved and with a mean fuel enrichment of the mixture

of about M = 0.90 and a combustion efficiency of nb = 0.85, approxi-

mately.

The thrust coefficients adopted are very nearly those of the
Nord-Aviation ramjet unit which powers the Matra R.431 missile.

The specific fuel consumption applicable to a Mach number
adjusted to altitudes above Z =11, 000 m is of the order of 0.80 -

1072 kg/N sec.

For Mach numbers below or above the adjusted Mach number,
the specific fuel consumption increases to:

csp =2.00 - 107 kg/N.sfor M ~ 1

This shows the attraction of utilizing the ramjet unit during
the acceleration phase of the missile (the specific fuel consumption

of the powder rocket is CSp =411 - 1074 kg/N. sec).
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4 - 3 - ROTATING WING

4 - 3.1 - Rotor Design

Page 49 shows a drawing of the general arrangement of the
rotor.

The rotating wing includes two blades, each consisting of
three retractable elements of which the two extreme elements are
telescopic.

The outside element consists of a hollow casing, stiffened
by a grid consisting of radial stringers and transverse stiffeners
in stainless steel which provide the stiffness of this component in
torsion and flexure. The centrifugal force is resisted partially by
the duralumin skin and another part of the centrifugal force is trans-
mitted by a central tie beam which rests against the Congeron of
the intermediate element.

The intermediate element is filled. Its longeron is made of
"Durisol, " the skin of stainless steel, a filling in "Frigolite" ensures
the stiffness of the rear portion of this component.

Concerning the central components, we may note that, in
order to eliminate the critical condition of ground resonance, the
blades are stiffened in their plane of rotation by means of two pre-
loaded stays. These stays serve at the same time for the transmis-
sion of the engine torque. The largest part of the centrifugal force
(80%) is taken up by the central tie rods which permit the displace-
ment of the blade about its torsion axis (blade pitch variation).

The blades are attached to the rocking hub which is gimbal
mounted on the upper part of the torque tube. The lower part of this
tube carries two hinged arms which have at each of their extremities
a rocket engine.

The blades are controlled by a swashplate which permits a
collective and cyclic variation of the blade pitch. For this purpose,
a link~-work connects the rotating part of the swashplate to each blade.
The axial movement is transmitted by the torsion of an arm pivoted
on the casing which forms the root of the blade. The non-rotating
part of the swashplate is controlled by three jacks which form part
of the automatic pilot.
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The particular arrangement of the control jacks is such that
the action of one of the three jacks corresponds to pitching control.
The differential movement of the two other jacks causes a yawing
response of the rotor. At the same time, the simultaneous dis-
placement of all three jacks gives rise to a variation of the collec-

tive pitch of the rotor.

Schedule of Weights

The weights schedule given below includes solely the part
concerning the rotor, its controls, and its power transmission.

Outside blades 2 x 3.800
Intermediate blades 2 x 4.500
Blade arms 2 x 4.600
Drag stays and hinges 2 x 1.500 2 x 15.900
Torsion tubes 2 x 1,500
Balancing beam 2.900
Hub 6.500
Swashplate 7.000 18.400
Control rods 2.000

Total, comprising the rotor proper

Power transmission 3.500
Locking system and the

opening and folding

mechanism of the rotor 5.500
Control jacks 3 x 1.500

Sundries 10%

The total weight given above contains a reserve of 10%.

50.200 kg

13.500

63.700 kg
6.300

70.000
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General Characteristics

Total weight for recovery (including rotor) 600 kg
Maximum load factor 2.5
Driving torque 1400 N.m
Number of blades 2

Rotor diameter 6m

Chord (0012 profile) 0.3 m

Tip speed (F = 120, 000N) 200 m/s
Maximum tilt of the rotor (cyclic swashplate) + 20°
Collective pitch variation from -18 to +16°
Twisting torque of one blade 250 N.m

Rotor characteristics in missile application

Hovering Power Required

Its variation as a function of the tip speed is shown in p. 50,
as well as the driving power available for a torque of 1400 N.m.

Power required in level flight

Its variation as a function of the horizontal forward speed is
shown in p. 51, for a tip speed of 200 m/s. This variation shows
that for the available driving torque, the maximum level flight speed
is about 19 m/s.

Polar speed curves

In the diagram of p. 52, we give the polar curve in autorotative
descent, from which the minimum slope of descent of 40.5° and a mini-
mum rate of descent of 19 m/s can be read for the case of an axial flow.

The polar curve for powered descent is also shown and indicates
a maximum flight speed of 19 m/s for the case of level flight.
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4 - 4 - AIRFRAME AND EQUIPMENT

Page 53 shows a drawing of the equipped airframe.

Fuselage

The fuselage consists of the following components:

Ogive — Made of duralumin sheet, it carries the empennages.
It contains all the flying control equipments in front of the frame which
supports the empennages. At the rear of this frame, control surface
actuating jacks and rotor pitch control jacks are mounted. This ogive
is mounted at the end of the central tube.

The central tube is made of steel, has a diameter of 180 mm
and it is integral with the central part. It serves as a support for the
rotor hub. We have utilized its internal volume for placing the com-
pressed air reserve required for feeding the nozzles which control
the rolling attitude of the machine during the descent with rotor un-
folded.

The central part — It is made of duralumin sheet. It contains
in its front a sealed compartment which constitutes the kerosene tank.
The central tube is supported on the frames forming the end walls of
this tank,. The powder rocket is placed at the rear of the tank. This
rocket is supported by two solid frames which also carry the attach-
ments of the wings and the ramjets.

The rear drum — Surrounding the elongated tube and the powder
rocket nozzle, the drum constitutes the missile base. The freight is
placed inside the drum (available volume of about 75 liters). The drum
is easily detachable to permit the replacement, after each flight, of
the powder rocket.

The rotating part — The rotor designed by the Giravions Dorand
Company rotates on the central tube of the fuselage. In its folded position
it is enclosed in a cowling which forms the continuation of the fuselage
shape and which rotates with the rotor. This cowling carries two flat
arms which seal the blade nests. In the open position, they transmit
the engine torque. A liquid "monergol" engine such as a Napier hydrogen
peroxide rocket developed for use in helicopters, will be placed at the
extremity of each of the two flat arms.




4-4.2 -

4-4.3 -

POSTAL MISSILE 36

Specification of the Missile January 62

In the experimental stage, this arrangement was preferred to
the placing of the engines at the end of the telescopic blade elements.
Such a solution would be more efficient from the point of view of power
utilization but would require a more complex fuel supply system.

Wings

The wings are of classical design in duralumin sheet. They
carry a landing leg each, containing a shock absorber designed to absorb
the energy corresponding to a vertical rate of descent of 3 m/s. Two
wings situated in the same plane, have ailerons at their extremity for
control in rolling. The two other wings are provided with micro-nozzles
supplied with compressed air. The nozzles are at right angles to the
plane of the wings. The nozzles overcome the friction torque of the
rotor and control the orientation of the machine during its descent as
a helicopter.

Ramjet units

The ramjets are arranged symmetrically on each side of the
fuselage. The central body in one of the two ramjets contains the pumps
and the control equipment required for their fuel supply. The central
bedy of the other ramjet contains the power group which supplies the
hydraulic servomotors. The ramjets are attached to the fuselage by
profiled beams. One of these contains the accumulator batteries and
the other the guidance equipment.

All the components are accessible by easily removable doors
which permit an easy performance of inspection and exchange opera-
tions.
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4 - 5 -SCHEDULE OF WEIGHTS AND CENTERS OF GRAVITY

The components which make up the weight schedule have been grouped in
the following assemblies:

Airframe
- Fuselage 93 kg
- Equipped rotor 70 kg
- Wings 100 kg
- Ramjets 90 kg
- Rocket, empty 80 kg
Equipment

- Flying control equipment
(sensing elements, control assembly,

hydraulic power assembly) 35 kg
- Guidance equipment
(remote control receiver, responder) 12 kg
- Batteries 15 kg
- Ramjet pump and control unit 15 kg
- Wiring, hydraulic circuit viping 19 kg
- Rotor power units 13 kg
-~ Compressed air stabilizing device 6 kg
Fuels
- Compressed air 12 kg
- Liquid "monergol" 18 kg
- Kerosene 190 kg
- "Isolane' powder 360 kg
Freight
The following total weights result from this schedule.
Starting weight 1170 kg
Weight after the end of the powder
combustion 810 kg
Weight at the emergence of the rotor 620 kg
Landing weight 590 kg

The corresponding center of gravity distances are indicated on the

general arrangement drawing shown on p. 41.
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4 - 6 - PERFORMANCES

Page 54 shows the typical trajectory of the missile.

In page 55 we have traced the speed and altitude variations as a function of
the flying time.

The missile arrives vertically above the landing point after a flying time
of 580 secs. The descent with rotor unfolded is carried out in 80 secs. The missile
carries out the mission of 300 km in 11 min.

In order to judge the effect of an increase in the freight weight conveyed or
of an error in the initial weight schedule, we have established the performances
of a missile of which the empty weight is larger by 30 kg than the present weight
schedule. To carry out the mission of 300 km, such a missile will have a launch-
ing weight of 1222 kg which is an increase of 52 kg over the present weight. On
the other hand, assuming the same launching weight, the performance will not
exceed a distance of 230 km.

The typical trajectory followed by the postal missile can be split up to
into four phases.

Climbing Phase

The start proceeds vertically. The missile remains vertical during 15
secs. During the first 10 secs, the missile accelerates under the action of the
powder rocket thrust and the ramjet thrust. After the powder rockets have burnt
out, the missile attains a speed of 700 m/sec. and an altitude of 300 meters. The
maximum acceleration is 9 g.

After the extinction of the powder rocket, the ramjet thrust balances sub-
stantially the drag and the weight so that the missile maintains a constant speed.

At an altitude of 7500 meters (t = 16 secs), the missile starts a flight
maneuver with a small incidence at the end of which it reaches an altitude of
20, 000 m in horizontal flight, at a Mach number of about 2. The distance
traversed in the horizontal plane is X = 15 km,

The fuel consumption of the ramjets during that phase is of the order of
60 kg of kerosene. This is due to the fact that the ramjets operate continuously
with a fuel enrichment ratio of 1 in a region of high dynamic head. This is
nevertheless economical because as we have seen earlier, weight by weight,
the kerosene delivers a larger impulse than the powder.
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Other modes of climbing have been envisaged. Thus a slightly inclined
take-off followed by a ballistic flight is less profitable in the performances ob-
tained. This is due to the fact that on such a trajectory, the missile moves longer
at a high dynamic head. The gain in the horizontal distance traversed is not suf-
ficient to counterbalance the increase in fuel consumption which results. More-
over, so far as the vertical take-off is concerned, the missile, making use of a
large wing surface, is not subject to prohibitive induced drags during the flight
maneuver of entering horizontal flight.

Cruising Phase

The missile carries out this phase in steady state flight at a constant
speed and altitude. The chosen values, M =2 and Z = 20,000 m are of the
order of magnitude which should be specified when the final choice of the ram-
jet is made.

During that phase, the missile traverses about 260 km and its kerosene
consumption amounts to 120 kg. Its weight at the end of the cruising flight is
630 kg.

Approach Phase

At 25 km distance from its arrival point, the missile carries out a diving
maneuver which finishes up in a descent along a straight line inclined at 45°. In
this way, the missile reaches a low altitude (750 m) and low speed (250 m/sec.).

Starting from this point, the missile carries out a nose lift maneuver after
which it is found in a vertical position at an altitude of 1200 m and a speed of the
order of 50 m/sec. vertically above the arrival point.

This speed is small but, since the altitude is low, the corresponding
dynamic head nevertheless is sufficient to ensure the control of the missile.

At this point the control signal is given to unfold the rotor.

Descent Phase with Unfolded Rotor

We mention this phase by way of a reminder since it will be the subject of
a detailed description in the following section under 5 - 4.

Let us note that this phase can be split up into three parts:
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- Braking of the climbing speed and establishment of the speed of descent
in autorotation (12 secs)

- Descent in autorotation (65 secs) at the rate of 20 m/sec before touchdown.

Note - Ultimate developments

If a larger stage length is required, the present concept can be further
developed without major difficulties.

Thus, since the cruising fuel consumption is 0.42 kg/km, an increase of
the stage length by 200 km can be obtained by carrying about 100 kg of kerosene
more and by increasing the impulse of the powder rocket correspondingly.

Moreover, raising the level flight speed (to M = 3, for example) permits
a reduction of the cruising fuel consumption. The powder and kerosene consump-
tions during the climb phase will increase (acceleration until M = 3), However,
since the proportion of the cruising phase increases within the complete mission,
the net balance will certainly be a gain.

5 H‘t?e:;’ﬁ\%; .
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POSTAL MISSILE

CHAPTER 5

SPECIFICATION OF GUIDANCE

5 — 1 — GENERAL

5 — 1.1 — Principle of guidance.
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5 — 1.3 — Airborne gyroscopes.

5 — 1.4 — Flying control of the missile.

5 — 2 — CRUISING PHASE

5 — 2.1 — Guidance Equipment.
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5 — 4.3 — Guidance mode.
5 — 4.4 — Missile Flight during the descent.

5 — 4,41 — Transition phase to start the autorotative
descent.

5 — 4,42 — Autorotative descent.
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5 — 1 — GENERAL

5 — 1.1 — Principle of Guidance

The theoretical trajectory of the missile center of gravity
is a curve described in the plane defined by the center of the earth,
the launching point 0 of the moving body and its arrival point A.
This curve is shown in page 54.

‘. In fact, the real trajectories will be warped curves. The
guidance processes which we are about to define are aimed to main-
tain the real trajectories as near as possible to the theoretical
trajectory by applying at every instance the appropriate forces to
the moving body.

‘ A trajectory can be divided into four successive phases:

} the climb, cruising, approach and descent. As we shall see in
what follows, different guidance methods correspond to these dif-
ferent phases. We shall discuss one by one those envisaged for
cruising, approach and descent.

In addition, for reasons of convenience of applying control
signals to the various power units of the missile, we have chosen
to resolve the guidance laws into certain preferred directions de-
scribed as follows:

- During cruising, the local vertical and the line normal
to the plane of the theoretical trajectory.

- During the approach, a (variable) direction in the plane
of the theoretical trajectory and the normal to that plane.

- During the descent, the direction of the horizontal com-
ponent of the wind and the perpendicular horizontal
direction.

In general terms, the guidance laws proposed here are
functions of the position of the center of gravity of the moving body,
and of the orientation in relation to the earth of its longitudinal
axis. The position is given by different localizing devices (one
for cruising, and one for the descent). The orientation of the axis
is obtained by using gyroscopes placed on board.
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5 — 1.2 — Monitoring of the Missile.

To ensure that the above resolution of the guidance laws
corresponds to a simple allotment of duties on board the missile
it is necessary that the moving body should have a suitable orienta-
tion in relation to the ground. If so, the resolution carried out rela-
tive to directions linked with the earth is, in fact, identical with that
carried out relative to the preferred directions of the missile.

We have chosen to perform the cruising and the approach in
such a way that the yawing axis of the missile is substantially paral-
lel to the plane of the theoretical trajectory. This control is ob-
tained by acting on the aerodynamic rolling control surfaces.

During the descent, on the other hand, the plane of the
theoretical trajectory no longer plays any special part. The con-
trol of orientation reserved for this phase consists in maintaining
the pitching axis of the missile approximately horizontal. This re-
sult is obtained by a rotation of the missile about its yawing axis
which, in itself, is inclined by less than 30° to the horizontal.

We shall develop the notion of the orientation of the missile
in appendix I by defining the quantities which make it possible to fix
this orientation.

3 — 1.3 — Airborne gyroscopes

We have stated under 5 — 1.1 that the missile is equipped
with gyroscopes and we shall return to this problem in the course
of Appendix I. Let us nevertheless state immediately that these
gyroscopes are two in number so that four items of information are
available on board which we can apply in the following manner:

- One, for the control in roll during the entire flight which
we shall designate by ey

- One, (denoted by e2 in what follows) for the control in pitch,
also during the entire flight.

- One, for the control in yaw during the climb, cruising,
and approach. This will be denoted by il.

- The last one, (being i2) for the yawing control during the

descent phase.
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These notations, applied to these items of information,
indicate that they constitute sensing signals in relation to the out-~
side or inside hinges, respectively of the gyroscopes called No. 1
or No. 2.

5 — 1.4 — Flying Controls of the Missile

During the climb, cruising and approach phases, three
classical linear control loops will be used to control the missile
with the help of the aerodynamic control surfaces for roll, pitch
and yaw.

Certain guidance principles in use rely on gyroscopic sens-
ing signals which translate the attitude of the missile. It should be
noted that a correct determination of the coefficients must then be
envisaged within the framework of a complete analysis of stability,
an analysis which includes that of rapid oscillations of incidence
and of side slipping.

In view of the static stability margins which we have pro-
vided, the problem of adapting the different guidance and stabiliza-
tion coefficients should present no major difficulties if each of the
three control chains contains active phase advance elements,
namely 3 rate gyros will be applied to ensure the correct damping
of rapid oscillations about the center of gravity.

The analysis of guidance system oscillations which leads to
an exact determination of the filters and the required correcting
networks can be easily performed on an analogue computer.

During the phase of descent with unfolded rotor, three
linear control chains are used for the control in pitch and yaw and
of the vertical velocity carried out by means of the rotor.

An off-or-on control chain which controls the rolling con-
trol nozzles is envisaged in order to orientate the missile suitably
in relation to the wind.

Let us note that the analysis of flight control during that
phase will largely make use of preliminary wind tunnel tests and
of full scale development in the portal frame test rig.



POSTAL MISSILE 61

|
|
Specification of Guidance January '62 |
|

5 — 2 — CRUISING PHASE

5 — 2,1, Guidance Equipment.

We have previously mentioned under 2-2 the structure of the
guidance loop of the missile under automatic remote control.

The localization is carried out by a LY Radar installed at the
landing point of which the telementering part will be modified to ensure
automatic following of the missile during its cruising flight, The
missile, equipped with a super heterodyne responder such as the RS2,
will be taken over by the radar in the course of the vertical climb.

The analogue computer used inthe cruising phase is very
simple. It provides the following functions:

- Transformation of the spherical radar coordinates into carte-
sian coordinates.

- Working out of control signals which will be very simply linked
to the cartesian coordinates (see under 5 — 2.2, below).

These different operations require the application of about 10
amplifiers.

The transmission of guidance control signals to the missile is
performed by classical remote control equipment. For cruising naviga-
tion, two linear transmission channels only are necessary (pitching and
yawing). On the other hand, as we shall state in Sections 5 — 3 and
5 — 4, four continuous channels (Gy; Gg; Gg; G4) and four intermittant

signals (S1; Sg; S3; S4) must be applied during the approach and descent
phases.

The carrier frequency of this communication will be established
at about 250 Mc/sec. A double frequency modulation such as that em-
bodies in the S. F. E.N, A. equipment can be utilized.

: The stage length of 300 km should be obtainable without major
difficulty. It is, in fact, possible to provide the ground aerial with
sufficiently pronounced directional properties. In addition, the high
altitude of the missile facilitates the establishment of the communication.
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5 — 2,2, — Guidance Laws.

- Roll,

The yaw axis of the missile is maintained parallel to the plane
containing the theoretical trajectory in controlling the rolling maneuvers
by the sensing displacement e; of the outside frame of gyroscope No. 1.

In this way, the allocation of the guidance control signals can
be simply carried out. The deviations computed on the ground can be
directly applied to the missile coordinate frame in pitch and yaw,

- Pitch.
The guidance error signal is;
AZ =7 -Z

In order to ensure the correct control of the desired altitude
it is necessary to introduce in the circuit a phase advance term.

The control signal computed on the ground will have the form:
dzZ

dt

It will also be possible to introduce in the servo-control, the sensing
displacement e, of the outside frame of gyroscope No. 2.

k]_ Az +k2

Note:

This control signal will not be transmitted in this form un-
less the missile will have reached an altitude near the cruising alti-
tude, The turn carried out during the climb phase will be obtained
by remote transmission to the missile of a programmed control
signal which makes it follow substantially the trajectory shown
under 4 — 6 or else by providing this program on board the missile.

- Yaw

The ground computer will work out at each instant the distance
Y of the missile in the vertical plane which contains the theoretical
trajectory. In order to maintain in addition the longitudinal axis
of the missile substantially parallel to this plane, the guidance
control signal used will be:

k3 Y — kg i3
where iy is the displacement of the inside frame of gyroscope No. 1.



A

POSTAL MISSILE 63

Specification of Guidance January '62

5 — 3 APPROACH PHASE

5 — 3.1 — Special Requirements.

We call "approach' that part of the trajectory during which
the missile changes over from the cruising flight conditions to those
of the unfolding of the rotor.

The initial conditions of this phase are therefore:

- Horizontal flight,
- Altitude of 20,000 m,
- Mach No. = 2.

By a diving maneuver followed by a tail-down maneuver the missile
is bought into the final condition:

- Vertical flight climbing along the vertical line over the
landing point.

- Altitude of 1200 m.
- Speed = 50 m/sec.

The special nature of the task consists in the fact that the pull-
out must be carried out at slow speed (necessary conditions to en-
sure that the rotor unfolds correctly) and that the missile is then diffi-
cult to handle. It is therefore desirable to avoid starting the pull-
out except under the best possible conditions and above all to

avoid a large scatter of the initial conditions of flight between one
missile and another.

We envisage achieving this aim by applying an intermediate
guidance during the dive such that the position and orientation of
the missile at the beginning of the pull-out should substantially
always be the same. This guidance makes it possible to obtain
arcs of trajectory which are very near each other, while the missile
speed at the end of this dive will also be subject to a small scatter
only. In addition, in order to facilitate the control of the missile
at low velocity we carry out this pull-out maneuver at the lowest
possible altitude.

el
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5 — 3.2 — Guidance Equipment,

The guidance of the missile is, once again, carried out by
automatic remote control during this phase.

As soon as the distance of the missile from the landing point
reaches 30 km, a total LB radar searches to lock on with the
missile in direct communication. It will be possible to help the LB
radar in making use of the localization of the missile by the LY Radar
through a responder link.

In fact, it may be feared that the LB Radar may be unable to
lock on the missile safely before the beginning of the approach phase.

It is more advisable to envisage the change of localizer during
the approach phase only after the pursuit of LB Radar is functioning
correctly. This maneuver can be carried out without any notice-
able repercussions on the control signals for guidance.

The analogue computer used will be substantially more complex
than the cruising computer. In fact, as we shall see in the following
sections, the computation of the control signals requires a larger
number of computing operations. In Appendix II we shall present the
different functions of the computer for approach and descent with un-
folded rotor as well as its working diagram. We may mention al-
ready that the required computer equipment will essentially consist
of 20 amplifiers, 3 servo-motors and several transducers.

The remote control equipment described earlier for cruising
will also be used for the approach. During this phase twc continuous
channels (Gj, G2) and two on-or-off signals (S1, S9) will be used.

5 — 3.3 — Dive.

The dive is released from the ground by signal Sy which is
emitted when the missile is at a distance of about 25 km from the
landing point.

As soon as this signal is received, the missile dives by tak-
ing up the maximum permissible incidence until its longitudinal axis
makes an angle of about 45° with the plane of the horizon.

i Ly
gy
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From this instant onwards, the missile follows the trajectory
aimed to take it to the neighborhood of a certain point in the plane of
the theoretical trajectory (altitude, about 750 m, distance from the
point of landing, about 1600 m). The missile has, its longitudinal
axis still at an angle of about 45° against the horizon.

, The rolling control loop ensures the servo-control link des-
cribed under 5 — 1,2 (yaw axis parallel to the plane of the theoreti-
cal trajectory) by making use of the outside frame sensing displace-
ment of gyroscope No. 1,

The pitching evolution is obtained by setting the corresponding
aerodynamic control surfaces., The control consists of the follow-
ing:

- First, of a voltage supplied by an airborne source (maximum
dive),

- Subsequently, by the difference between the gyroscopic
sensing displacement e9 and the output signal G of the receiver on
board, (controlled dive).

The quantity transmitted by channel G; is computed automati-
cally on the ground as a function of the position of the moving body
at every instant and of the theoretical trajectory which the body should
follow. The formulation of this quantity is given in Appendix II.

The changeover from the maximum dive to the controlled dive
is carried out by a commutation of the inputs of the flight control chain
in pitch controlled by gyroscope No. 2.

During the entire dive, the yaw control chain is controiled by
a combination of the inside frame sensing displacement of gyroscope
No. 1 and of the output Gy of the receiver on board (deviation
computed on the ground, of the moving body from the plane of the
theoretical trajectory).

This yawing control has the effect of bringing, and later
maintaining, the moving body into the neighborhood of the plane of
the theoretical trajectory while the longitudinal missile axis remains
substantially parallel to this plane. The mathematical formulation of
this control signal is given in Appendix II.
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5 — 3.4 — Nose lift maneuver,

During the nose-lift, we endeavor always to maintain the
missile within the plane of the theoretical trajectory namely with
its pitching plane almost parallel to that reference plane.

The control signals applied at the inputs of the roll and
yaw control chains are therefore the same as during the dive.

The pitch evolution is obtained simply by modifying the
computation of the quantity transmitted by the channel Gq. This
modification is automatically embodied by the ground equipment
when the altitude of the moving body is 750 meters. Appendix II
formulates this commutation and the new form of G1.

In fact, a second switching operation is carried out on the
ground through the transmission channels Gy and Gy when the
missile is at a small horizontal distance (about 250 meters) from
the landing point (appendix II also deals with this point).

The reason for this further modification is that, in order to
carry out finally the unfolding of the rotor, it is important that
the longitudinal axis of the missile should be as near as possible
to the vertical (within a cone with a apex semi-angle of 20°).
This condition is related to the intention to carry out the unfolding
at the exact vertical over the point of landing.

Some calculations have been made on the assumption of large
initial deviations or in taking account of the wind. These calcula-
tions lead us to estimate that the horizontal deviation at the instant
of unfolding must not exceed 200 meters.
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5 — 4 — PHASE OF DESCENT WITH UNFOLDED ROTOR.

5 — 4.1 ~— Introduction.

We have indicated earlier, under 4—6, the three main phases
which make up the descent.

- The first phase, which from the unfolding of the rotor and its
starting up is designed to ensure control of the missile while the
vertical velocity diminishes and then changes sign.

- The second phase, using the rotor in autorotation, allows
the missile to carry out a stabilized descent at a constant speed
without adding power.

- During the third phase, released near the ground, the
rotor receives the energy of its power device. The missile is
subjected to a vertical thrust at a load factor of 1,5, which
vertually cancels its rate of descent at touch-down,

During the second phase of stabilized descent it is essential
that the missile catches up on any horizontal deviation which exists
at the end of the approach. It is therefore within the framework
of this second phase that we should define the horizontal guidance of
the missile.

In the first place, it is appropriate to formulate the possi-
bilities of the flight evolution of the missile under the conditions
of stabilized descent when analyzing the different possible configura-
tions (5 — 4.2). We shall later present the guidance principles
utilized which are compatible with these possibilities (5 — 4. 3).

Finally, a description of the evolution of the missile in the
course of the three descent phases will be given (5 — 4.4).

5 — 4,2 — Possible Missile Maneuvers.

The descent in autorotation can be carried out following two
essentially different flight configurations.

- Classical descent, called "into wind' during which the missile axis
is included in the direction of the transverse movement. It is the
horizontal component of the sustentation force of the rotor which
produces the movement,
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- A special descent called "axial flow" during which the axis of the
missile is inclined in a direction opposite to the transverse move-
ment. In this case it is the horizontal component of the aerodynamic
force acting on the missile which produces the movement.

Considering the duration of this phase and the small magni-
tude of the deviation to be restored, the translational speed of the
missile requires for correct guidance can be small (a few meters
per second). However, it is appropriate to consider the horizontal
wind which can attain much greater speeds.

Two possibilities appear:

- The missile carries out an oblique descent, the slope of which is
determined by the mean wind velocity. The missile maneuvers have
the sole purpose of retrieving the initial deviations and to counteract
the gusts.

- The missile carries out a vertical descent during which it must
simultaneously restore the initial deviations and overcome the
aerodynamic forces due to the wind. The missile must therefore
be able to take up, in relation to the wind a translational velocity
at least equal to that of the wind (more accurately, exceeding the
latter by a few metres per second).

Within the framework of the vertical descent we have made
the comparison of the two flight plans of which the missile is capable.
Page 75 shows the equilibrium states of the missile under the two
conditions for translational speeds between 0 and 20 m/sec in
assuming the aerodynamic center and center of gravity to coincide.

Descent into Wind.

In the case of zero wind, the minimum vertical velocity is
19 m/sec. When the horizontal velocity increases, the missile
tilts. The vertical velocity then slightly diminishes, only to increase
rapidly subsequently while the attitude and the incidence increase.
Beyond 20 m/sec, the tilt which the missile must take up in order
to balance the aerodynamic forces becomes prohibitive, This is
essentially due to the large sizes of the frontal area of the missile
of which the SCx is about 5 m2,
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During this descent, the rotor operates as the rotor of an
autogyro or of a helicopter in power-off descent. It is approached
by the flow from below in order to drive the rotating wing in autoro-
tation.

Axial flow descent.

In this solution, the flow through the rotor is practically axial
whatever the wind velocity. '

This descent is distinguished by high rates of descent (50
m/sec) and permit the attainment of translational speeds exceeding
30 m/sec.

For these two descents it is attempted to maintain the aero-
dynamic center as near as possible to the center of gravity in order
to avoid the appearance of drag forces on the rotor. Having regard
to a larger relative wind, the second solution is more sensitive to
the position of the aerodynamic center of the missile.

In the particular case of the missile presented here, the
position of the aerodynamic center at small incidences is much
further out than at large incidences (see p. 47), in fact, the shift is
1 meter.

In relation to the center of gravity at the end of the flight, the
distance between the aerodynamic center and the center of gravity
is of the order of 1.1 m for the second mode of descent while the
distance is practically zero for the first mode at very large incidences.

In order to make the axial flow flight maneuver acceptable,
it would be necessary to provide moving or inflatable surfaces on
the missile which correct, during the descent phase, the position of
the aerodynamic center. It would also be possible to use a three-
bladed rotor with offset hinges in order to introduce large moments
capable of balancing the missile in spite of the low position of its
aerodynamic center. All the same, this latter solution includes
a big mechanical complication which substantially increases the
manufacturing costofthe rotor.

All told, we shall adopt the classical mode of flight of the
missile "into wind". For wind speeds below 60 km/hr, we can
perform a vertical descent. For higher wind speeds it is necessary
to apply a sloping path of descent determined by the mean wind
speed,
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5 — 4,3 — Guidance Mode.

The guidance consists in maintaining the missile along a path
of descent either vertical or sloping.

The chosen navigation law will therefore be that of track hold-
ing.

In the experimental stage, we propose to carry out the guid-
ance under automatic remote control making use of equipment also
applied in the approach phase.

- LB radar for localization,

- Analogue computer set up to compute control signals during
the descent,

- Remote control equipment.
The essential requirement is that of precision.

In fact, the precision of total radar in normal service is of
the order of:

10 m in distance,

1 milliradian in bearing and elevation.

The values are too large to ensure the landing accuracy
which we expect.

It can, however, be noted that, provided the radar is installed
at a small distance from the landing ground, (a few hundreds of
meters, for example), the measuring error due to the servomotors
in bearing and elevation is negligible compared with the distance
error., In addition, the computer can work out the deviations
relative to a vertical axis or a sloping line of descent. In the
following sections and in Appendix I which deals with the computer,
we envisage solely the first mode of descent in order to avoid an ex-
cessive length in this report.

It should be well understood that this slope is a correction, an
adjustment for the purpose of facilitating the guidance. If this slope
were not applied, the missile would drift in the wind until a devia-
tion appeared in relation to the path of descent. The guidance con-
trol signal which would result would tilt the missile axis so as to allow
it to move against the wind. The eventual analysis of the precision
of guidance will permit to evaluate the possible benefit in such a slop-
ing line of descent.
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The exact knowledge of wind during the descent is not there-
fore necessary. It should be sufficient, in particular, to measure
the wind near the ground by a simple anemometric device, On
touching down, that is to say at the instant when we require all
the precision of guidance, the inclination of the missile will be
correct.

It is, therefore, appropriate to proceed as follows:

- To orientate the missile in roll so that the wind direction
is contained in the pitching plane,

- To tilt the missile in pitch by an angle which is a function
of the wind speed.

To do so, it must be ensured that:

- The remote control channel Gg will transmit the wind
direction.

In setting this angle against the sensing displacement of the
outside frame of gyroscope No. 1, the error signal of the rolling
control chain will be defined.

- The remote control channel Gy will transmit the attitude
angle which the missile must take up.

The pitching maneuver of the missile will be controlled by
the comparison of this control signal with the sensing displacement
eg of the outside frame of gyrscope No. 2,

In order to ensure that these two operations are significant,
it is appropriate, as we have said before, to impose on the missile
co-ordinate frame a supplementary condition by which it is linked
with the ground coordinate frame. During the descent, the pitching
axis must not greatly depart from the horizontal. This condition
will be met by maintaining near zero the sensing displacement of the
inside frame of gyroscope No. 2 by the yawing control chain.

The guidance control signals in pitch and yaw will be trans-
mitted by the channels G; and Gg, respectively, and superimposed
on the signals which we are about to formulate. The deviation to
be corrected will not introduce control signals in yaw requiring
a tilt exceeding a few degrees. This remains compatible with a
""loose" regulation of the pitching axis towards the horizontal.
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5 — 4.4 — Missile Flight During the Descent.

We give here a general description of the different phases
of this maneuver. The precise details concerning the operation of the
automatic pilot are provided in appendix III.

5 — 4,41 — Transition Phase to Start the Autorotative Descent.

The unfolding of the rotor is controlled from the ground
when the rate of climb falls to 50 m/sec. At this point the altitude
is about 1200 m. At the same time, the roll orientation is per-
formed with the help of the nozzle control device.

The rotor unfolding sequence includes the following operations
(plate on p. 76):

1) Unfolding of the propulsive arms of the rotor which support
the two external elements of the folded blade.

2) Lighting up of the rockets,

3) Emergence of the telescopic element of the blade restrained
by the cable paid out through an irreversible reduction gear at the
rate of 3 m/sec.

4) Unlocking of the blade arm when the centrifugal force
exceeds a predetermined value,

5) Unfolding of the rotor restrained by the opening cable,

The rotor becomes effective one second after the lighting
up of the rocket.

During the moments which follow, the climbing speed of the
missile diminishes under the action of gravity, reduced by the grow-
ing lift of the rotor. In fact, the rotor opens up with a positive setting
to provide a lift of the order of 2,000-3, 000 N. In this way, the
missile is stabilized naturally with a weak interference of the auto-
matic pilot, sufficient to control the attitude. The completion
takes place 8 seconds after the lighting up of the rocket and the
missile performs during the subsequent four seconds an accelerated
descent which takes it to a rate of descent of 20 m/sec.

During the entire duration of this transient evolution, namely
during 12 seconds, the missile performs a change of attitude in
pitch which is programmed as a function of the wind speed. In
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addition, it is possible to envisage a progressive superposition of
guidance control signals in pitch and yaw during this phase.

The rotational speed of the rotor is controlled by the collective
pitch, regulated to follow a program of pre-arranged variation.
Let us note that the duration of operation of the rockets is

limited to 10 seconds, the time required for the establishment of
flow permitting an autorotative descent.

5 — 4,42 — Autorotative descent.

The rotor rockets are stopped and, for a wind not exceeding
15 m/sec, an autorotative vertical descent in the form of flight
into wind at a vertical rate of descent of 20 m/sec is envisaged. The
roll orientation is defined by the wind direction and the trimmed
attitude in pitch is defined by the wind speed.

Furthermore, the missile continuously responds to flight
control signals in pitch and yaw, worked out on the ground by the
guidance computer so as to carry out the alignment on the verti-
cal line over the landing platform.

The autorotative descent lasts for about 65 seconds. It is
stopped at a given altitude of the order of 70 m.

5 —4,43 — Pull-up.

The autorotative descent is followed by a pull-up maneuver
performed at a mean load factor of 1.4, This maneuver will start
by a very fast recovery of the attitude in pitch by which a new equili-
brium is reached, to a minimum in order to reduce the drift due to
wind. (the drift is estimated as 2 m in the most unfavorable case).

This short phase, essentially transient, is followed by a
pseudo-stabilized phase during which the missile decelerates under
the effect of the increase in the rotor lift. The speed reduction is
accompanied by a slow variation of the attitude in pitch as introduced
as a function of the wind speed. This variation will be so programmed
that the equilibrium of the horizontal aerodynamic forces is
permanently maintained. (The horizontal component of the rotor
thrust and the horizontal component of the aerodynamic resultant force
on the body and the wings of the missile). The guidance control sig-
nals which are interrupted during the attitude recovery phase, are
re-established during the pseudo-stabilized phase. In p. 77 we
illustrate the evolution of the different variables distinguishing the
motion in the case of a pull-up performed in a wind of 15 m/sec.
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The pull-up maneuver, which is used to bring the missile down
to the ground with a speed which is substantially zero but provided with
increased maneuverability as a result of an increased rotor lift,
will be completely automated.

In particular, the control of the vertical handling during the
pseudo-stabilized phase, performed by the collective pitch, will
make use of an error signal computed on the ground and transmitted
by the linear remote control channel Gy.

Let us emphasize that the landing procedure, whether with
or without wind, will be developed in complete safety by experimenting
in the portal frame (an experimental technique used in the development
of the flying ATAR), where the missile will be maneuvered under con-
ditions very near to the actual flight but provided with a cable which
restrains the missile in case of a fault or a wrong maneuver.

At touchdown, several precautions will be taken in order to
ensure the safety of the machine:

- Lashing down of the missile.
- Stopping the rotor.
- Folding of the blades.

The lashing down system of the missile will ultimately be the
object of a separate project study.

With regard to the rotor, the rockets will be stopped and in
using a rotor brake, and a cable system actuated by a power take-
off, the blades will be automatically folded and returned to their
initial positions.
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APPENDIX I

ORIENTATION OF MISSILE WITH RESPECT TO GROUND

GROUND TRIHEDRA .

I-1.1- Principal trihedron and secondary trihedron at landing point.
I -1.2 - Detection of the position of the moving body.
I-1.3 - Trihedron at takeoff point.

MISSILE TRIHEDRON — ANGULAR REFERENCES.

I -2.1 - Definitions.

I - 2.2 - Relation between "missile" trihedron and "principal ground"
trihedron.

I -2.3 - Angles between the "missile'” axes and some of their projections.

DETECTION OF THE ORIENTATION OF THE MISSILE.

I-3.1~ Gyroscopes aboard.
I - 3.2 - Detections of Gyroscopes.

I -3.3 - Accuracy of equipment.
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I -1 - TRIHEDRA FIXED TO THE GROUND

Principal trihedron and secondary frihedron at landing point.

We consider as the principal trihedron fixed to the ground,
a trihedron whose origin is at the desired landing point A and whose
unit vectors are:

along the downward vertical

HlNd

horizontal and in the direction pointing away from the
starting point 0.

<

horizontal and such that (formula) is a trirectangular
trihedron.
This trihedron is labelled '"principal' because the theoretical

trajectory is complétely contained in plane Z ;(; direction ?{ is one of
the prime guiding directions during the cruise and the approach.

We also use a secondary trihedron (formula) with the same
origin A, obtained from the previous one by a rotation of algebraic

magnitude about the oriented vertical 2 The quantity 0 is the angle
(measured in the counter-clockwise direction of plane X -{{) formed by
the direction w of the horizontal component of the wind at A and
direction ;(

This latter reference is used during the downward phase; 6

is conventionally chosen as zero when the component W has a zero
magnitude: such is the case for the theoretical trajectory.

Detection of the position of the moving body.

During the approach and the downward phases the missile
location system consists of a radar, placed near the landing
site, which provides spherical coordinates of the moving body M.
These coordinates (distance D, sight angle S, and lie angle G).are
measured from an origin R of the plane parallel to % 3 through R and,

in this plane, from direction ;(: Distance D is an essentially positive

quantity, sight angle S (of magnitude smaller than -g radians)
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is positive if M is above the reference plane passing through R, the
lie angle is measured in the counter-clockwise direction of plane

- -

XY.

Point R is determined in the principal trihedron by the vectorial
relation

AR = aX + bY + c—ﬁ
The principal coordinates of the moving body are then

X=a+Dcos Scos G
Y=Db+ Dcos S sin G
Z=c¢c-Dsin S

and the secondary coordinates X' and Y' can be written

Xt=Xcos 0 + Y sin §
Y'=-Xsin® +Y cos &

The diagram on page 88 shows the orientation of the moving
body relative to the earth at point A.

Trihedron at take-off point.

At point 0, origin of the trajectory, we can define a trihedron

- o -

similar to XY Z. But, because of the curvature of the earth's surface,

the unit vector Z forms an angle € with the downward vertical at 0. The
magnitude of € depends upon the relative positions of 0 and A: for dis-
tance OA of the order of 300 kilometers, this angle € is approximately
2.7 degrees.

Point 0 is, from the definition of the principal trihedron, located in
plane ZX passing through A:

AO = EX+ L Z

If OA is always roughly 300 km and if both ends of the trajectory are
at about the same altitude with respect to sea level, the coordinates
¢ and £ have magnitudes of the order of 300 and 8 km respectively.
For any given pair of points O and A, the elements £ and { are
completely determined: It is therefore possible to take them into
account, if need be, in the design of the cruise guiding system.
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I - 2 - Coordinate frame linked with missile - - angular references

I - 2.1 - Definitions.

We consider three unit vectors with their origin at the
center of gravity of the missile (diagram below):

Z situated in the plane defined by the ramjet axes and
perpendicular to the longitudinal axis of the missile (yawing axis),

X along the longitudinal axis in the direction of the nose
(rolling axis),

; such that the frame x 3? z is orthogonal and right-hand
(pitching axis).
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I-2,2 - Relation between "missile'" trihedron and "principal ground" trihedron.

w!

/Nl

The orientation of the missile with respect to ground can be de-
fined by means of a system of three angular quantities corresponding to
the passage, through three successive rotations, from a trihedron of unit

vectors X, Y, and Z to a trihedron of same origin and unit vectors ;,
y, and z.

We shall use the system corresponding to the following series
of rotations:

- the first one, of magnitude v done about E, changes X YZ
into ;(1 §1 2

’

- the second one, of magnitude U, done about ;(1, changes

X1 Y1 Z into X1 y Z2’

- finally the third one, of magnitude A, done about ;, brings

- - -

in coincidence with x y z.

X572,

This reference system, which is the subject of the diagram on
page 893, shows an indetermination only if the axis bearing ; is per-
pendicular to plane X S?; there is no risk of the guiding system being
planned to bring in the missile in this position.

The unit vectors of the two "principal ground' and "missile"
trihedron are connected by a matrix relation which can be written, as a
function of ¥, 4 and X:

_ - 5
- » . . . X -
sin Y sin pu A cos V sin U sin (- cos W sin ) 2
+cos V cps A +sinV cos A
(- sin V cos W) (cos V cos 1) (sin L) v ot
sin V sin L cos A\ [ - cos V sin . cos A N 5
+ cos V sin A + sin V sin A (cos i cos A) J
L .
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I -2.3 - Angles between the ""missile' axes and some of their projections.

We can formulate relationships involving the missile axes,

the X Y plane (horizontal plane at A) and the ZX plane (plane con-
taining the theoretical trajectory). The angles 4, 6, 7, ¥, 0 andp
which will be mentioned are shown on the diagram of page 90.

The angle between 3—; and X Y is no other than H.
The angle 6 between X and XY is no other than A when u is zero.
The angle T between Z and Z X has a sine defined by

sin T= -cos V sin U cos X + sin v sin A

Let X! be the vector (not unit) orthogonal projection of X on
X §; when W is zero this vector is shown by the intersection of plane

; zZ and plane ;( S?, and the angle ¥ which it makes with X is equal to v.

Furthermore let x' be the vector (not unit) orthogonal projection

— —_ - - -
of x on Z X and O the angle between x and x''; when T is zero we can
verify the relation:

cos 0 = cos V cos K

Furthermore, and still when T is zero, the angle 0 defined

above and the angle p between X" and X are simply related to A by the
equation tg p cos O = tg A.

These various remarks will be used in the definition of the
guiding laws. Let us mention at this point that we plan to keep the
missile in the situation where T is zero (yaw axis z is parallel to the
plane containing the theoretical trajectory) during the cruise and the
approach; on the other hand, during the descent, we shall attain a
position with zero p (pitching axis y is horizontal).
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I -3 - DETECTION OF THE ORIENTATION OF THE MISSILE

I -3.1- Gyroscopes aboard.

Two gyroscopes with two degrees of freedom are planned in order
to measure, on board, missile attitude with respect to ground. The evolu-
tions which the moving body will have to perform determine the arrange-
ment of these gyroscopes.

Consideration of the theoretical trajectory shows that the angle

between the longitudinal axis of the missile and X has an important
variation corresponding to a rotation about ?

We shall see also that, during the descent, the plane ; ; must

contain the horizontal component W of the wind at A when x is not very far
from the vertical (30 degrees at most): This situation corresponds roughly
to a rotation (which can be important) about the vertical at A or about the
rolling axis.

It follows from these two remarks that, in order to prevent the
internal gimbal of the gyroscope from striking, we must have:

- either the rotor axis vertical and the axis of the external gimbal
always roughly parallel to ?{,

- either the rotor axis parallel to 3(. and the axis of the external
gimbal coinciding with the longitudinal axis of the missile.

Consider then a gyroscope, labelled number 1, which has (before
release) its external gimbal parallel to the rolling axis, its internal
gimbal parallel to the yawing axis and the rotor axis parallel to the
pitching axis of the missile.

A gyroscope, labelled number 2, is mounted (before release)
with its external gimbal parallel to the pitching axis, its internal
gimbal parallel to the yawing axis, and its rotor axis parallel to the
rolling axis of the missile.
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Detections of the gyroscopes.

In starting position on its launching pad at 0, the missile has its

longitudinal axis parallel to the vertical at A (and directed upward: Xy =
-2) and its plane of pitch contains A (;0 = ;Q The gyroscopes are re-

leased in the position so defined. When, after release of the gyroscopes
and launching of the missile, the latter has any orientation with respect
to the principal ground trihedron, we call (-al) the angle by which the

external frame of gyroscope number 1 has rotated with respect to its
locked position and (—Bl) the angle of rotation of the internal frame with

respect to the external frame of the same gyroscope; the quantities
(—az) and (—Bz) measure the same angles for gyroscope number 2,

The relations shown below connect o, Bl, o, and /32 tov, U,
and X:

(1) sin /31 = cos Vsin M sin A + sin V cos A

(2) sin o, cos /31 = cos V sin K cos A - sin v sin A

Il

(3) cos a cos ,31 cos UV cos U

4) sin Bz = gin W
(5) sin a, cos /32 = - COS 1 oS A
(6) cos @, cos Bz = cos M sin A

Comparing relation (2) with the expression for sin 7 given at
I - 2.3, we notice that al and T become zero together (provided Bl does

not reachg radians, which is necessary for gyroscope number 1 to
function).

But, if oy is zero, relation (3) compared with the expression
for cos O given in paragraph I - 2,3 when T is zero, shows that Bl and
0 are equal when the axis z is parallel to the plane Z X.

Furthermore, relation (4) on one hand and relations (5) and (6)
on the other hand, express that ;32 and U are equal while Otz is equal to
A+ g

Finally, if 4 is zero, the rotation al of the external frame of

gyroscope number I is defined by tg o = -tgv sin A.
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From now on we shall call e and i1 respectively, the infor-

mation given by sensors placed at the external and internal gimbals of
gyroscope number 1; likewise, e, and i2 will represent the corre-

sponding quantities relating to gyroscope number 2.

It follows from above that the two proposed gyroscopes can
provide:

- A from €y and 4 from 12 no matter what the orientation of

the missile can be (e2 also gives an approximation of p when

T is zero and O near zero).

- 0 from i1 when T is zero.

- a quantity e which becomes zero with 7, and which con-
stitutes, furthermore, an approximation for v when U is zero

. T .
and A is near 5 radians.

As far as the approximation for o constituted by e, when the

yawing axis z is parallel to the plane of the theoretical trajectory is
concerned, it depends upon the value of 0. The diagram on page 91
gives the value of the difference (p - e,) for various angles 0, as a

function of p.

Likewise, the diagram on page 92 shows, for various values of
X and as a function of v, the difference between the angle v and the in-
formation ey when the pitching axis y}.is horizontal (in the neighborhood
of A).

I - 3.3 - Accuracy of the equipment.

The orientation necessities which have been defined (yawing
axis of the missile parallel to the plane of the theoretical trajectory
or pitching axis horizontal) can be roughly within a few degrees with-
out affecting the quality of the guidance. We have already shown that
a tolerance of about twenty degrees on the orientation of the longitudinal
axis of the missile was acceptable for the opening of the rotor.
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Guidance is effected by using certain angles between the
"missile' axes and the planes of the ""principal ground' trihedron;
sufficient accuracy is obtained with approximations of these angles.
This is why we do not plan to use central directional control but
simply two gyroscopes with their casings fixed to the missile. More-
over, since we are satisfied with values within a few degrees, we
can use gyroscopes of rather common type.

The flight time of the missile (for the distance of 300 kilom-
eters) is of the order of 11 minutes. During this time, the accele-
rations undergone by the equipment are small—except during certain
periods of time when, in any case, the accelerations still remain
smaller than 10 times the acceleration of gravity. By choosing gyro-
scopes whose drift, under the action of gravity, is of the order of
0.2 degrees per minute, we get errors of about 3 degrees on the
orientation of the missile at the end of the flight.

Moreover, the motion of the earth corresponds as a first
approximation to a rotation, with respect to space, of the principal
trihedron defined at the landing point A. This rotation is about 3
degrees during the time of flight. It would be possible to add to the
approach and descent computer, a correcting charge which would
take into consideration the motion of the earth during the average
time of a flight: such a stage would improve the quality of the
guidance.

Considering the above, it is not necessary to seek an espec-
ially accurate device for the measurement of the gyroscopes devia-
tions. We are simply planning detections with potentiometers whose
accuracy can be of the order of one degree.



PO [, SR S A e KA o7

ENGINS MATRA Postal Missile - 88 - :
Orientation of the Missile Relative to Earth January '62
. - Z
f
Reference Frames Linked with the Ground in the Vicinity of A ‘
i
Diagram drawn with:

a - negative b - positive ¢ - negative

D - positive s - positive G - negative
X -~ positive y - negative Z ~ negative i
6 - positive .
X' - positive Y' - negative b
'F.
o

e M

,/'gf Ve -: :
/ f 7 ] i
S 7 ! }
7~ ! ~ ! ;
’ i -~ ] !
Vg ! e !
/// . E ,D // '
g : /': :
i :
|
i
i
‘\,,’, . e T e W PN ST STV S R g

ra

.

-



L L L b oo n ARBRALIRL AR AL, Al Al B e R A

T

[

ENGINS MATRA

Postal Missile -

—89—

| Orientation of the missile relative to earth

January '62

Angular References




o t———— -

ENG!NS MATRA Postal Missile - w80 -

! Orientation of the missile relative to earth : January '62

Angles of the missile axes with planes x ; and Z X




‘e

R
. - . .
o~ T el
o !
i : d « - _
- W ket : xm r%. 1 .
3 13 :
o = ST S HTH T B :
S pl fii i i ! T
! i il " e ‘
3 ity : o :
1 Pass » i # 1o s 1 I: 4
28} 3333 ! i Figubs il 4 ity T -
1334 : it g 113 o+ ! s ' .
() b4 ,'m..fmmx 5 4412 o pe _H L R 1 w.. m.. wwm TITTTRT
iedi Lason - 3 +HH : T besssnesitbitat iss 1340 T
b s T gasss : gadf BRINTINE ffactringracyesty fiddtetispdiccipises
- 1 st Sh PR TH th jee -l Fripdiai ey Bt o pet Tee B b 1Y
rti3i 4504 uvee + 114 tery 3 1 Py telrts - BER A% be! i RS TEaSE 221
e T - ! anuw. ps fuuur % ha e ¥ ﬁ%» . B! 353 Sxss 554 oo4 ) i HIE
< h S et i B : Harh SRR T
. . H e IS t Soha i s3aes
B R TR L i = : T i
Pl &z o AL o8 fxm SesabE - i - S RarEstaty s o
3 B e i i : ; R R it
] ~.Wuu 3 1131 M.‘m» it m T A.J,.mww Japsi el ngesy
ok 141 g : iy SEeite! )
- Rt mﬂ.‘.x:. B88s 1+ ] o b
yung o fiETH 1 [ 7
[V i+ 414 T 1 5 1 3
[ H~ ESp=Eise 1 1 *
i HiPeT ! B :
o 1133 bhitsb8is ‘ H
3 b B : E
reded sy e i 1 b si1s i
3 = B B 14 : 1 ¥ TN
= 3 B 3ss £ e
Fiyas o Tepitis ! ] SHY u:mm‘ﬂhp
m ~ B H 185 SRR o o fia fexyerneasas: bel1z37
0 b1 i il Ty 1 1z Hyp i T H e oyl pe
o=t o E SHAE ' . S 3 it by
= B e e 1 3 i 3 > 5 T EHALd 36} it a2 ees
oped .o..u $37 ; b shEnti T.Mt.«.u LT3
w5 [ H IS : AT R it e e
0 1 ..A B < = - H Jopesgiae J2peaan o1
ord wLﬂum. Q 3 b 1 T i iy 5 +H1
- - 4=t 1 : : 3 ST s e b EERLEE HIE
s, 1 : = : SEEE etk et b
% i B 62 mm : 5 e Hen uﬁﬁmm =
* 19 haln : i jpied
] f) " ! -t i T : 337
A = el ! jas i : 5 LipitiE 3 ezt
~5 T ..w = 1l > fo iy it 54
N v rt + ! by N 3 ¢ -
e sEe 1) < i3 H =2 JEeeNss Trijeie 13
O it SR ST Shi g e ]
i HH Lipl
o 13 . [} ‘m 5 M« ﬂ “J M‘r». i v “ ﬂd« pog 2
a o Hrrhigeiidid RapETeis teryyus: Bk -3
S 8 RN 1251 % SR IEEE 4! B 1
L Rny THIN sl £33 !
® 8 gulningiet i SriTInE i T
ttrl 2RESS: H geei A et f : 3
3 dnnhinny 8 : 1TITE it ol R S ENey it
o 1 : isifit H ; s =3l 1 rp e T
5 2 e E | EEiH = HEd i R
e < jeises T : I tfaai z 10 daginiy
S ISaLs: i b ‘T he poA S584 S nimTE Tt
t i p : trhger 1 153352008 &
@) [} o : : . [ SEteH ik bRty HH
c RS 1 w iy PO e b {i1mt P o +
[=] Ny t R ERREH SEEE HiehrEn =
—— -+ 88 SOEA B RN t1ic il -y s
[ 3 b : S i W«Nu:r : .n
o 34 i 1 o ) PEOR i
5 : H 4 bty .m : ¥ dﬁ.«wﬂ.r. s
Q. SESRRERN e :l ks e H TiTHn 1.3 1
f Wﬁ ik 3 i sgke b : 1k 1 1 ]
ol PEpERupRS pYs: ! 5 3 $h -1 uuu.ﬁ I3
£ a ST : g i i 3t et
) bty - : T T He SRCPRESnsnLsy
A jrrdil g it g tEEH pen i SRR
! 1eitre Aol 17 Tiailis i Speegess i
9. LA e -4 1112 <+ 31
i3] i _4.: T . ,HHH:J ’ .:”4”: s
M s 2o ﬁ:_ ﬁ? u.vuw w 4 SEToL R b8!
N = [E3ssane - = »H‘r. t 15 133 T.Tu..mﬁmw be
by i R 113 ‘1: ninr zijzumwn EEEYS IRy
SSPE s 13t T siitH 157 od i X
s wx t M .M“‘“ 1+ 1 o8 L 1 = .r. oty i -
—3 4+ 3 BPS 30 e ot %‘“ : P I v t7&..?1_
H J e i i ! i ? M rhittd isesd
N.. 8 : sy o R b R
: i s HE “In 1 ¥ Hilkiin
e + Ryes =33t o 84 $3 484 iRt
, fT iy itk Hh St ESEERIEERNE
i pharew T w1t H:
3 ki ! : pt BRI
: 5 i iinigis i : i
1] it : 4 ahis
1 2o : bt : : FSEREatErIossRLy nw.ntun.'n
, ¥ i 5 : i1 il i e m;..xrr%m m.ﬂ
1+ 1 m.nv + 14 HT ww“ 11247 A“M PSR bR RS ES! ..Lu.. m
1 13 ot gk 3 +- » by 19000 PSS U ‘ M
sty 82 ittt +H H ik i S i R e
sespsite : 1H 1 T T i e ¥
: i : i ik i SR
. : ] i - gt 11 chfinie pikeerpbysi aHpH
. < 3345 =t HiT e BesEse1 i i
- > -t 384 - *
- X ! et e B
) 1 : i iy SRR
- . uh 14 < Hid43 +
ot v 1 H T 11125008 FSSSESy
A E T bune Sefipeel
§ S Lo FTtaTy
H 2 a
: fit i
- 111 H1 *Lx W s
. pessed
B . S HIT




.u N < T
- ‘ . - ae o,
41 13 : ’ T
i & pegepess - LT e s e e ol e
N m z M i ﬁ,.ﬁ_»; et m 8 : : T S
o Jig : EREIRRRIINeRIICLot SICERRLR HIHE R Ey T " S s e
1t R EREEY EEIIE ERFRE ESERRERRLS EERSL S ! ;Af.wﬁ.lf : IHE Y -
I ISSCREBes: 1 -t 114414 T3 - p~a$ 1 3 + yaw o
S iy e > LR T 28 I3 1T 113 Ror. S3ess pune bEvs. T ™
o 1yl oou t geRd 04l rt t 1414 1 TiF +3-1 »e 22 5s; ye T . .
&~ =4 412 514 mmm HEET WJJ ! T 8 is rw. 3 SERISARL, (A8 meififastn it by o -
o T HEHS 4_ I.Mu ieieeneee .%L i it b1y L.”J e . Lu ¥ podd o1 3 PP ps §oahs s 5 usd S nae t =hs Saaks —H T 3t ba 1
= : 5= s3oPy FES 1R! T4 Hnai Ieps e ssasyave 1 1 wL HTRIR HiFH T iHEd B4 STIRRase s pEfN) :
2 IEeEET s sinpinnl L ey IR Hy speselag 35ke Ry it T+ !
< i 3 v o0l uspmbreHIE ESassle PR3 E08E3 250 23s PR SR - s ¥ st 1 & -
* Li.._; BRI REspblebis : - 414+ presyen Y + T 1
) 318 3300 5535 00 P anpdE fu ] 1o L; T 3 $1iti Pearily gand : o was [ T 1 -
: TR R Sieseag taatatatatel 32 SERRIRETAELEENFRSLIY, L3 R 4 a3 SHLETET Smas o aes o be!
3 s SSERRESCEE ERIRRLSSRRILChSEESE: ! I HS s 3itatis T be: s saoadd Baadb b +
i & 2 2SS 2 RES LEbe -+« v} M it » riir 13 POva * g & 3 T o
R A i i R B R G BB EiE SE i G R R R
PPS Pows SSHE by y + 204 H 4L Bagd t+ 111 “HIT SRS RSN R RE Rpene pobes e -3
1 EEES eSS CRST SERER 31 5 ab6s b 1 “V‘H.M LT fYJ 18y T ekl evil -7 *Iu b Juhy 1833 pd soR payat BISREEEASE B 4 Ba BE252 200es ovadl ashe:
T .wrrwhy 18y R B3 o S 45444 1137 41 H;L s ! fus 65532 SRSy s o5 wibg pUSH S500 s Eads oo Rl otnel se 34t FRe5] it 112
intibe i et s b R EAR ey EFPE spscesypeuseye B R HIETHE ey ot R S I PR
: ; 1 BERReERESARERRELSY = s : HERE N -+ SHinHETHENTY Song o1
3 el s s N et T I ST EE R e .mﬁ Srpan R e
T : — 88 BES papu . H 3137 3 SREoN oy 8 T pRADS S5a 56 Re sk s =
- i R SIS ERp e s 3 335 Sphsasee S T 28 8¢ Rl ke et i
= s Rt SSEPELSES bRRY SR8 Je00 b iy fpaea ¥ I sasliosrerabsats
taaed INHER ST T . e f3528 + b 3 <384t
~ a1 ingnrisiiy lw;. PSR Les s SRe T PR Tl ceRRETReag Ib: 234y : t -.Ti § { 1 .
< PhikEt TS EREERSEepEREERLa: IPe5<e] voiirybbel shis: 1 puss 1 313 > R
Q- Hi ikl Rpast MR BEERE b dra v 3 HEA R
e +tif iy + [R08 Spum puiid ot 4 AR S win + 4+ 4 $-44
o [EREsRas e tRizt SERSSS FE AT I j3s : 1 3
Q : ; buihdniias i E3 FRESE Erses Jaants e Hi i }
L =3 =4 T it pas .‘Hw.» =4 BEPYS 3 901 11 grals i ¥ s o 3337 $
1.«; o = Lo pass) SREES ot . -+ rlnx TH —+ H 1 ¥
2 EEHE s FEET e Y TR Sap RSl satstani O] T HeT :
: =14 P02 IRERR I SLTS CIREDENNT) 13 : T PSS STHIRTE 3
[0} o taasts [RS8 Soekoatal: 1 + 11
~ o ks & T T gl Higtiih
m _.M.a Tor .m T T =3 15088, 1t
epes AT
5t 100 IRHE ey cite]
n T 1
ol ey :uu —{ r : : 1358 + .
i ) 3 -+ T st i B
= o EHF i e LrordplRi
— 4= et B Estas Hridfd:! HaEiEd
= 0 ,w.hﬁm ; HSEi e T ﬂ;f.fﬂrhmx.h_i.
= 0 ht i itacsalis el sotre inet e -
: T Dot siats b Sl 1
2] opf 289 .w v n InT 2 A». e 11 bubbd 06 5y it 133 i
o o Fi IEER eRtsaotess e s 52
(AW By o iSeke sanas PSS asiatss ALt Fn
i -+ by PESSS i - + v
ndd 17} 113 L 1 s e 3gsa teSRsnet
5 FHE @ Ry iy be3t cieantl gk Lk :
U.Ju.m T T4.1T = HP R R T
[ i 0 nTidl bhS fndid b 1
= ==t 3 tor bt TiiHsg T
m T O HH ‘:fnw Fes) pia3 G 4
ot e bnet! st idnH
e S 22y =2 por) m.r Higyi PS2ns soawes tie HiRT
- -t 3¢ IPO0S S0 24000
8 Eit @ 1{H= T T s i =
o ot Q T T 5 seed] v At
o .,.ruT & ST 33 sads! - 1ih
- Eai ) rHe—tety o tredist 3T +
s FRH & eBs fBORs gt 3 »».._trm 1 -
4 +44 S84 bons pe St H 1
O EH o I 2232 SSTEE subas bn: . SyEests 1 1
sweae & 01 P! bty S 2o [RS o : 1
gaee S o2 Bases ; Gl <
ey 4t : i 1 330 EESTL oS! g o P
W:n.. : tes T e ke THIT: - H THITEE
1] + '3 H ¥ RS ETRES F53: -
H i 3 I o LS SEeEN t T
ot RO | i jges 3 - 3 bnges i b 3y "L.« be 13 ]
: S oe TEF - ¥ T T
ges H H i MJ.A ; Rabe t..wﬁ THIHG 3 repeeseys: MM
I 5 12iTE 5 ks SONOpPOsS praga bt ST SHEHH
y 313 o8 % o nSanen, = S
- +4 e pEOSE 1 -t Toterd
a5 i 10k Hes H 3 55s 41 LEEESEES B
Y BadRs & P By e
R & i JUR Shaes sb : ia Hit gt e gl N 1] JERESS r
o s PRI R + o T 1 T30 1 Fypas TN
[Ei3sssEibisn]senst 3 oes fo : - + ! pgs Hi : o .
— &5 .m? it 80088 paahl FIEH T ' " a ,u.....ﬂ.ﬁvw 1t S H
; sabt] Sopss e stt] spnagbedys destipyity t 3 T T H1
I G FERHGL : ] HotH HE
: SE3s) reeayreze ppndste i i : F¥Sy Senp o vy e geisy
3 3P0t el g et Rtny PERsanen: 4 oS aanh aebi
i3S s esal i corbd fhatfansn tes frass3sk posenbes T
2 3 shets s ad s S22k ﬁ“ﬂ HiTH It + g SreEEs) 1&)...4#.. Ry [
- 3344 80451 fm.» B 17 Jeredid + 4+ w.Havl 3 H341THT
2 ceesIsitiiiedl m HHEE BEEDE 38 Bs HiTH Basanis bans
7] s b H i o squpe e TR
H ! H HT 1 3 SiEo88seasshns s
N =1 e i #H 1 - EERLCE: HET
. - tr - ] 8 &l ) 3 {1 ‘.NJA .
—m s oy 34 b & ") + o T
124 3 SO &) 1 s -
O : e Sl - A
: jPPes 0e jebis arw s } 1 |
+4 a L By 13T v i 04 LR
< : e : £iEeE R
H T ESiTal R Hre LA regis
E 1 : 1 tt ) 3 Hittid i by Hx
o sSess o o 1 H
< N 3 $4-+ 34
it Hi Hy i ]
s R tret ¥ ry
3 -+ ) < 3 T
r a0 1 13 be 1=
. ] raadset + Ses a8y - s + m T ou
oLzt b 1 335 ee
1 1 u" + « + T
1 11T 1 1
e e -
T Hias e
- {33 w
: HEIET




m-1-

m-2-

POSTAL MISSILE

APPENDIX II

APPROACH AND DESCENT COMPUTER

GENERALITIES

APPROACH PHASE

I - 2.1 - Roll and yaw control
IO - 2,2 - Pitch control
II - 2,21 - Diving
II - 2.22 - Pull-up

DESCENT PHASE WITH OPENED ROTOR

II - 3.1 - Introduction

O - 3.2 - Roll and yaw control

I - 3.3 - Pitch control

II - 3. 31 - Intermediate phase consisting of putting the
rotor into free-rotation descent.

II - 3.32 - Free-rotation descent

I - 3.33 - Pull-up phase

COMPUTER OPERATION

II - 4,1 ~ Conversion of coordinates
II - 4.2 - Determination of angle v

I - 4.3 - Rotation of the trihedron as a function of wind direction

- 93 -
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II - 4.4 - Determination of 8 — program P1
II - 4.5 - Program for the tiliing maneuver — program P2
II - 4.6 - Vertical maneuver program — Program P3

II - 4.7 - Sequence of operations performed by the computer during
the approach and descent maneuvers.
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IT -1 - GENERALITIES

The principles of the guidance of the missile during the approach phase
and the "opened rotor' phase, are developed in chapter 5.

The guidance laws—capable of providing the planned maneuvers-—remain
to be defined. The kinetics of the motion are controlled from the ground where
the information needed to establish the missile trajectory and the orientation
of missile axes with respect to the reference system are calculated by the com~
puter.

In fact, the statement of the guidance laws is tied to the computer program-
ming. It is interesting to treat both problems simultaneously even if it is only to
avoid too much complexity in the programming of the computer. We choose among
the various statements of the laws of navigation those which best lend themselves
to analog techniques.

All quantities worked-up in the computer are related to the reference

trihedron X Y Z , With origin A, Radar pinpoints the missile. Therefore, a first'
function of the computer will be to change the spherical radar coordinates D, S,

G into cartesian coordinates X, Y, Z in the reference system fixed to the radar,
parallel to the reference trihedron and of origin R; then into a translation defined

by the segment RA; finally giving the coordinates X, Y, Z of the missile in the
reference system.

The study of the guidance laws and of the functions of the computer is
divided into two parts: approach phase, and the "opened rotor'" descent phase.

In a third part we present the operation of the computer.
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II - 2 - APPROACH PHASE

Roll and Yaw Control.

In the course of this guiding phase, we have the following goals:

- to orient the axes of the missile in such a way that the com-~
mand for vertical maneuver only affects pitch axis.

_,-_to maintain the trajectory of the missile in the plane of guid-
ance X Z.

Therefore, the > first of these conditions implies a missile direc-
tion such that its axis y is perpendicular to the plane of guidance, that
isu and v small. The gyroscope detections ey and 11, respectively,

introduced in the rolling control system and in the yaw control system
are suitable for effecting this direction.

The second condition can be readily satisfied by introducing, in
the yaw control system, a term depending upon the coordinate Y. When
the missile is close enough to the target, this term is cut out. This
switching can be made at time t 4 defined at II - 2. 2,

Thus the adopted guiding terms are:

Roll - K e

—_— o1

Yaw - (K1 Y+K2 il) t< t4
Ky t>1t,

Pitch control.

Missile commands are introduced in the pitching system. In
its response, the missile dives and then pulls-up. On the diagram on
page 97 are shown the specific points on the trajectory where modifi-
cations to the guiding laws are brought in; their definitions are given
in the statements below where perfect roll and yaw response is as-
sumed.
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II—2. 21—Diving.

Point M1 (Xl, Zl), reached at line t1 marks the end of the cruise; at

this moment a signal from the ground by the guiding station triggers contacts
aboard the missile which then performs the diving operations.

In the first sequence, diving is performed at the missile's design limit.
The command is obtained by introducing in the pitching system a tension available
aboard and suitable to bring the controls to the limits of their travel. The man- |
euver, controlled through limitations of load factors or incidence factors, lasts |
until time to, bringing the rocket to point
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M, (Xz, Z2), where the trim angle reaches the value A 9 (- 45°, for instance).

At time tz, a switch on board functions to change the "maximum perform-

ance' command to a ground command. This ground command was transmitted to

the missile after tl and introduced into the pitch control system. This subsequent

"controlled" dive maneuver should bring the missile to point M3 (X3, Z3) in such
a manner that at this point:

—

- The trajectory angle is at an angle Vg = (-)E, -\73): V3 =velocity vector at
point M3,
- The trim angle of the missile is equal to a given value A 3°

These angles will be about the same and their absolute values will be
close to A 9°
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This double aim can be reached simply, on the one hand, by matching the
quantity Vg with the angle v = (ﬁ, X) [M: any point on the trajectory, N =inter-
section of the axis X with the line bearing the velocity vector \£ (see 11—4.2 for
the justification of this choice)]; and, on the other hand, by comparing the gyro-
scopic detection e, to the quantity A 3°

In fact, to prevent the actual trajectories from showing an important
"drag' due to gravity, a constant term, which is a function of the mass of the
missile, must be added to the expression for guidance control. It is enough, in
order to take the foregoing into account, to determine a value v'3 larger than Vge

Thus, during the diving phase, the adopted guiding laws are:

t1 =t (X =X1)
t1 <t< t2
_ b =t (A =)\2)
maximum brakage
t2<t<t3 , t3 =t (Z=Z3)

K3 (V'3 -v) +K4 ()\3 - e2)

-2, 22—Pull-up.

The diving stops as soon as Z = Z3, at time t3. At this time, the pull-

up maneuver is triggered by ordering the missile, through a sequential command,
to reach a point N on the Z axis.
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Ad

i

\
ol

N is fixed and its ordinate keeps a constant value H as long as the abcissa
X of the missile does not become equal to a value X 4° From time t,, when M

passes through M 4 (X,, Z 4), N moves along the axis 7 in such a manner that its
HX
ordinate varies as the inverse of X and according to the expression _Xé

Letv= (ﬁN, —)_f) ; the expression of the pitch control term during the whole
pull-up is:

>
tt3

K4 (v - e2)
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The advantage is that no switching is required aboard the missile when going
from a dive to a pull-up. Only the ground order is modified: it becomes K 4V in-

stead of K3 (v3 ~V) +K4 (7\3).
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II—3—"Opening rotor'" descent phase

I—3. 1—Introduction.

During the last moments of the approach, more precisely when

|X| reaches a value close to 1X 41 , the climbing rate ’%%’ is checked

against a given value ’ <%%-) 5‘ which, once reached, marks the end of
the approach phase.

At that instant t5, a signal transmitted from the ground orders

both the opening of the rotor and switchings aboard the missile which
will permit the guiding in this new dimension.

In addition to the guidance terms meant to determine the orienta-
tion of the "missile" trihedron and to correct the heading errors with
respect to the objective as in the approach phase, orders controlling the
descent are transmitted to the missile.

The heading errors with respect to the target A on the horizontal
plane are given in a system of axes A, )_(7, ?7 defined with respect to A,
-)-f, ?by a rotation & such that the axis X' becomes parallel to the direc-

tion of the wind.

Recalling the statement on the guidance principles during the
"opened rotor" descent, developed at 5-4, three main phases can be dis-
tinguished:

- intermediate phase consisting of putting the missile into free-
rotation descent, that is, "autorotative' descent.

- Free rotation descent,

- pull-up: this phase is triggered by a tipping maneuver preced-
ing the pseudo-stabilized phase leading to the landing of the missile.

I1—-3.2—Roll and yaw control.

All along the trajectory, the plane—x’_z> of the "missile" trihedron
is maintained in coincidence with the plane X' 7 of the target trihedron.

As soon as the rotor opens, the missile rotates through an angle
& about the x -axis. The command, and then the keeping of the plane Xz

parallel to plane X' Z are achieved by
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setting of v =6 andH4 = 0 (since X is close to 90 degrees). The gyroscope
detections €1 and i1 are suitable for this setting.
By introducing in the yaw system a term proportional to Y', we

bring the planes ;—37 and X' 7Z into coincidence.
Thus, the guidance terms adopted are:

Roll: K7 6 - el)

Yaw: - K5 Y' - K'5 iy

The adaptation coefficient K. is not constant during the motion.

5

During the intermediate phase consisting of putting the missile into
free-rotation descent, K5 increases from the value zero to the constant

value used during the descent as is justified below (II—3.31).
II—3. 3—Pitch control.

II—3. 31—Intermediate phase consisting of putting the missile into free-
rotation descent.

This phase is meant to place the missile into a flight position suit-
able to permit its guidance during the free-rotation descent:

- The rotor is opened and started.
- The pitch-plane orientation is set.

- Moreover, the missile has to tip its longitudinal axis by an angle
#, depending on velocity of the wind W. To achieve this, 8 is checked
against e, in the pitch control system. In order to take into account the

reduced efficiency of the rotor during the period while it is getting up to
speed, the guidance terms X' and Y' are introduced progressively.
The pitch-control law adopted during this phase has the expression:

1
—K5X +K6 (9—e2)

K5 varies from zero to the constant value used during the free-rotation

descent.
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II—3. 32—Free-rotation descent.

Assume a perfect response of the axes of the missile around im-
posed directions. What remains is for the missile to correct the errors
X' and Y' during the free-rotation phase.

Nothing is changed in the pitch guidance law except that K
constant, ,

5 is kept

Guidance law:

1
-K5X +K6 (9—62)

II—3. 33—Pull-up phase.

The descent velocity of the missile during the preceding phase is
too great to permit landing; a pull-up is necessary.

A signal transmitted from the ground as soon as, at time t., the

missile reaches the altitude Z

6?
6’ triggers the tilting maneuver.

The tilting order, worked-up from the ground, is introduced in
the pitch-control system by substituting itself to the guidance terms.

During the tilting maneuver, at time t7, a signal also transmitted

from the ground, triggers a change in the general pitch of the rotor
blades and starts the motors, thereby bringing to the rotor the energy
necessary for the performance of the pull-up.

The general pitch order is determined according to altitude and
descent speed; the error terms, coming from a ground signal, correct
the constant pull-up control contained in the missile.

At time ts, the tilting maneuver is completed.
The missile then enters the so-called ""pseudo-stabilized" phase

where the pitch guidance as a function of X' and 6 is resumed until the
missile reaches the ground.
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Thus, during this phase, the guidance laws are:

Pitch:
t6<'c<t8 . : t6=t(Z=ZG)
tilting command, programmed as a function of time
'c>t8 t8=t6+At2
]
-KSX +K6 (B—ez).
In general:
t<t, t, =terhty (Aty > Aty)

no command

t> t7

command programmed as a function of z and %%l
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II — 4 — COMPUTER OPERATION

IT — 4.1 — Conversion of coordinates.

The radar data are delivered by potentiometers, sine-cosine
for position and bearing, linear for range. By means of three trans-
former amplifiers (Amplis 1, 2, and 3), we obtain directly the Car-
tesian coordinates X, ¥, Z of the missile with respect to the radar
trihedron. Coordinates X, Y, Z with respect to the principal tri-
hedron are given by amplifiers 4, 5, 6, and 7 on the functional dia-
gram on page 113,

II — 4.2 — Determination of angle v.

Amplifiers 9, 10, 11 and 12 give the components AX, AZ of
the vector MN.

Servomechanism II, whose error signal is picked up by
| amplifier 13, solves the equation

-2-()1-2 sinv—-ﬁEZ cosv=20

and furnishes angle v over a linear potentiometer. Data from the
sine~cosine potentiometers of this servomechanism, moreover,
give the data necessary for the derivation of Ad = AX cos v + AZ
sin v; servomechanism III uses v for working out Ad.

The position of point N on plane X Z depends on the flight
phase of the missile during the approach.
Dive: Point N isnotidentical with M3, so that v is never indetermi-

nate; its coordinates are:

X‘3=X3- Z3 coi;gv3

':
Z30

N
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b Nose up: Point N is on the axis Z, but its height varies as a function
b of X,
o
Xl )y X, N

H , constant

T

o

Xl ¢ X, N

H- Xy
X
Amplifier 8, whose gain is servoed to X through servo-mech-
anism I, constantly provides the H*X 4/X figure, which is compared

to H by means of the polarized relay Rp4.
A regulator limits the variation of H-X 4/X to 5, 000 meters.

The coordinates of point N are matched againstthe coordinates

. of the projection of the missile's position on the Z X plane over
amplifiers 9 and 11 via time-constant integrator nets such as to pre-
vent the servomechanism II, furnishing v, from becoming deservoed
at the instant of the "dive-nose up" switch. The maximum value of
this time constant is determined as a function of the duration of the
completed flight, which starts the missile's nose up.

II — 4.3 — Rotation of the trihedron as a function of wind direction.

Angle § is set manually. Its value is taken onto a linear
potentiometer coupled to two sine-cosine potentiometers used for
rotation of the principal trihedron during the "rotor spread' stage
of the descent.

§
3

Amplifiers 6, 7 and 11, 12, respectively furnishing Y and X
with the two signs, feed the two sine-cosine potentiometers, and their
data summed on amplifiers 15 and 16 give coordinates X' and Y' of
the missile with respect to the new system of axes.

X'=Xcos §+sind

Y'=-Xsin6+Ycos 6
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Amplifiers 15 and 16 in fact furnish quantities proportional
to X' and Y', more exactly, K5 X' and K5 Y'. By means of a pro-
gram motor M, set in motion by signal Sz, K5 is made variable,

varying from zero to the constant value fitting the guidance used
during the autorotation phase of descent.

I — 4.4 — Determination of 8 — Program P1.

The inclination of the lateral axis of the missile as a func-
| tion of wind velocity W is obtained by making an angle 8, as opposed -
f to ) in the missile, correspond to W.

6 = f (W) is obtained by means of a program P1 which furnishes
K.0

6
W is set as an input to amplifier 21,

I — 4.5 — Command for the dipping maneuver - Program P2.‘

The polarized relay Rp 6 starts program P2 when missile
altitude Z reaches the value ZG‘

The functions of program P2 are:

a) transmit signal Sq (instant t6),

b) open the pitch guidance loop by energizing relay R6, near
amplifier 19, and insert the dip command which is derived
as a function of time,

c) start program P3 (instant t7),
d) cut signal S3 (instant ts); relay R6 settles back, allow-

ing the pitch guidance program to resume. P3 is then out

of the circuit.

I — 4.6 — Vertical maneuver program — Program P3.

Program P3 works out error terms as a function of altitude
Z and rate of descent I%—fl . These terms correct the constant load

factor-order stored in the missile.
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Program P3 is started at time t7 by signal S 4 put out by P2,

IT — 4.7 — Sequence of operations performed by the computer during the ap-

proach and descent maneuvers.

The data needed to work out the guidance commands are con-
tinuously determined no matter what the maneuver of the missile;
they are adapted beforehand to the scales desired (amplifiers 15, 16,
17, 18, and 22). Switches select the figures needed at any particular
moment; and they are passed on to the four continuous channels G,,
Gz, G3, and G4 of the remote control transmitter.

The computer also has the function of setting up the signals
needed to command certain commutations to be performed aboard the
missile. These signals are given to the four channels 515 Sg, Sg,
and S4 of the remote control.

During an approach maneuver the computer performs the
following functions:

The polarized relay Rp 1 compares coordinate X with a fixed
value X1 When X = Xy signal S1 goes out and, through relay Rl’

permits transmission of the figures worked out by the computer to
the continuous channels.

Angle v is matched agains quantity v', + K, /K. )\, set on
. 3 473 3
a potentiometer.

The quantities transmitted are:
1;1 ( t (< t3

b [(V's"’)* i Xs]

2
I
g
=

(!
I
0]
I
S

When Z reaches value Z3, polarized relay Rp 3, through
self-restoring relay R 31, directs the following communications:
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a) relays R 3.2, R 3.3, and R 3.4: change in scale of dis-
tances, with the objective of reducing the systematic errors
accruing to the computer in working with higher voltages,

b) relay R 3.5: relaying of point N,

c) relays R 3.6 and R 3.7: in the determination of Gl’ v
changes sign and quani:ity v’3 +% )\3 no longer appears in its ex-

pression.

The quantities transmitted are:

t3 ( t < t4
G1 = K4v
G2 = KlY
G3 = G4 =0

The dive maneuver takes place, the missile is guided toward

fixed point N(O, H) just at the moment when X reaches the value X 4°

and at this instant, by action of polarized relay Rp 4, point N ceases
to be fixed as previously stated in IT — 2,22, Furthermore, for a
value close to X 40 polarized relay Rp 2 commands relay R 2 which

cancels command G2 .

The quantities transmitted are then:

t4 ¢t < t5
G1 =K4v
Gz =G3=G4 = 0

Amplifier 14 furnishes climb rate %-tz- This derivative can

be obtained with a satisfactory signal /noise ratio in the frequency
band used by adopting a suitable filter.
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. dz dZ . .
Polarized relay Rp 5 compares-~ to vy s (fixed figure)

and dips when equality is reached, transmitting signal SZ' The
descent maneuver begins. Relay R5 performs commutation of the
data to be transmitted, which are:

t5(t(t6

G2 = K5 Y'
Gy = K6
G4=0

The missile, in autorotative descent, reaches altitude Z6;
at this moment,t6, polarized relay Rp 6 starts program P2,

Program P2 carries out the following functions:
a) transmits signal S3 to the missile,

b) commands relay R6 which cuts the terms which are func-
tions of X' and 9 out of the circuit and permits transmission over
channel G1 of the dip command it works out,

c) starts program P3 (at instant t7) which sends signal S 4 to

the missile and the error terms of the command for general pitch
over channel G1 .
The quantities transmitted are therefore:

t6<t(t7

i

G1 dip order
G2 = K5 Y

G3 = K.7 6

Gy 0
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t7(t(t8

G1 = dip order

G2 = K5 Y!

G3 = K7 6

G 4 = command for general pitch

t ) tgs on the ground

_ Ke
| G]. = K5 (X' +'K—5- 9,)
G2 = K5Y'
G3 = K76

o
I

command for general pitch.
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IIT - 1 - INTRODUCTION

This appendix gives a description of the missile-borne equipment that is
necessary to control the maneuvers of the missile and to ensure its stability
during various flight phases.

The overall design of the automatic pilot is intended to minimize the num-
ber of components used and at the same time to ensure the following three essen-
tial functions:

- Control (rolling - pitching - yawing) by means of fins (ascent, cruising,
and approach phases),

- Control (pitching - yawing - vertical descent) by means of the rotor
during descent with ""unfolded rotor",

- Rolling control by means of fixed nozzles that are on-off devices: off
for descent with unfolded rotor.

We shall describe successively the components of the pilot and its operating
principle, which is illustrated by a block diagram on page 123.
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Il - 2 - AUTOMATIC PILOT COMPONENTS

The receiver of the remote control system delivers guidance and control
signals worked out on the ground by the computer. The missile-borne equipment
used for guidance is the following.

IOI - 2.1 - Detection units

Missile trim

Two free gyroscopes deliver the three reference angles for
missile attitude control. Their adjustment on board has been de-
scribed in Appendix I.

Angular velocities

Three gyrometers give the necessary damping terms around
the guidance axes, rolling-pitching-yawing.

Load factors

Two on-board accelerometers are used to limit the load on
the missile during rolling and yawing.

The maneuver commands during rolling and yawing are worked
out by comparing trim data with the corresponding command data.

Command interruptions due to load could occur primarily
during the cruising and approach phases when dynamic pressures are
high. Besides, the commands will be subject to a saturation principle
to limit their number at low dynamic pressures.

Angular detection of rolling about a zero line will be used during
the cruising and approach phases. During descent with "unfolded rotor"
all or none control by nozzles will exploit the difference between the
angular reference for rolling and wind direction transmitted by remote
control.
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oI - 2.2 - Power units

The large number of command units used impelled us, for
weight reasons, to use hydraulic control.

A common hydraulic generator, comprising the pump, its
driving motor, and supply tank, will supply two circuits successively:

- the circuit of the four command jacks for aerodynamic controls,
- the circuit of the three command jacks for the rotor control.
The nozzles used to control rolling during descent will be sup-
plied with compressed air stored in the central tube. The amount of
air necessary, which depends primarily on operating time and on the
friction couple developed by the rotor, will be of the order of 12 kg.

IIT - 2.3 - Summation chains (loops)

The automatic pilot comprises 4 summation chains used in the
following manner:

Before the rotor unfolds, chains (1) and (2) work out, respec-
tively, the commands for positioning the pitch and yaw control fins.
Chains (3) and (4) control the differential position of rolling control fins.

During descent with "unfolded rotor'" chains (1), (2), and (3)
work out the commands for activating the three rotor control jacks.
Chain (4) works out the angular deviation due to rolling, i.e., the
difference between gyroscope detection and wind direction trans-
mitted by remote control. This difference, as well as the angular
rolling speed, are utilized by a switching logic that controls the
opening of the nozzles.

IO - 2.4 - Switching devices

Besides the switching logic for rolling control by the nozzles,
the main missile-borne switching units are activated by remote
commands, all or none, triggering the following operations:
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- dive command that initiates the approach phase,
- release of the sequence of rotor unfolding,
- command for transition maneuvers preceding landing.

Transmission of the various on-off control signals is
triggered by the computer on the ground.

Programming motor

The sequence of the unfolding of the rotor and controls of the
associated guidance chain will be irreversibly controlled by a pro-
gramming motor aboard the missile. This motor is activated by
remote control from the ground.

Adaptation units

The block diagram of the automatic pilot does not show the
correction systems and gain control units that will have to be decided
upon during subsequent adaptation studies. Let us note that the flight
patterns at low speed preceding the unfolding of the rotor and auto-
rotative descent during wind could require very elaborate adaptation
units.
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Il - 3 - ACTIVATION OF THE AUTOMATIC PILOT

Im - 3.1 -

Im - 3.2 -

Ascent - cruising - approach

During these three phases the missile is guided by the fins
that are controlled by chains (1) and (2) for pitching and yawing, and
(3) and (4) for differential braking during rolling. The remote con-
trol command for rolling is zero and the pitching and yawing remote
control channels deliver the respective guidance commands successively
and continuously.

The guidance command for pitching during the ascent phase is
programmed on the ground.

The guidance command for yawing is zero until the missile
levels off.

The cruising flight is interrupted by a remote control command
all or none (S that stops the guidance command for pitching and re-

places it by a maximum command for diving delivered by the auto-
matic pilot. When the pitching angle detected on board reaches -45°,
the command (Sl) is stopped and the guidance command for pitching is

re-established (the switching device is not illustrated).

Sequence of rotor unfolding

This sequence is programmed as a function of time.

The programming motor is activated by remote command (S5

when the missile reaches the desired vertical speed. We were guided
by the following considerations when establishing the sequence of the
operations. Firstly, a delay of several tens of seconds is necessary
for the ports to open fully and for the ignition of the rotor propellant,
This time interval can be used to stop the command that governs the
rolling control fins and to activate rolling control by nozzles. We
believe that this arrangement is desirable to ensure correct rolling
control immediately after the appearance of the friction couple in the
rotor hub.

ilm‘ Hii
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After the powder propellant ignites, the time necessary to
activate the rotor would be of the order of 1 sec. The operations for
placing the rotor under control will be blocked during this time interval
in order to maintain pitch~yaw control on the canard fins of the missile
and to switch to control by rotor when it is active enough. Evidently,
the delay must be as small as possible in all the switching operations
of the automatic pilot system.

The succession of orders given by the programming motor
during unfolding may be the following:

command for opening the ports (at the very instant when
signal S2 is given, t = 0),

stopping commands for rolling control at the input of
summators (3) and (4),

hydraulic locking of the rolling control jacks,

establishment of the deviation due to rolling at the input of
summator (4) and feeding the information into the switching
logic,

- activation of the rolling control nozzles,

- ignition of rotor propellants (t = 0. 5 sec).

Activation of the rotor promotes automatically:

The emergence of the telescopic element of the blade that is
braked by a cable which is paid out by means of an irreversible gear

at the rate of 3 m/sec.

The unlocking of the blade arm when centrifugal force exceeds
a predetermined value,

The unfolding of the rotor that is braked by the paid-out cable.

Inactivation of the canard fins is initiated during unfolding and
comprises the following operations:

- stoppage of commands for pitch-yaw control at the input of
summators (1) and (2),
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oI - 3.5 - Pull-out

Signal S3 cuts the gyroscopic reference at the input of sum-

mator (1) and at the same time the ""successive' remote pitch-control
‘channel delivers a programmed sawtooth signal that alters the trim.
/Annulment of the signal (S,) after a determined time re-establishes
the gyroscopic reference, gnd at the same time the tilt signal is
annulled on the "successive' remote control channels and replaced
by a trim program that corresponds to the pseudo-stabilized pull-

out phase.

Vertical maneuver during pull-out is achieved through tracking
units on the ground. A ''successive" remote-control channel (pitch
control, in general) is used to transmit to the missile the vertical
error signal G 4 The signal is given to the automatic pilot at the same

time as the "general pull-out pitch" command by means of a remote
signal all or none (S 4
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- hydraulic locking of pitch-yaw control jacks,

- switching of the servo-control valves and putting the rotor
into position on summation chains (1), (2), and (3),

- opening of the rotor hydraulic circuit,
- establishment of commands for collective and cyclic pitch
at the input of summation chains (1), (2), and (3).

At the end of this sequence the rotor is brought under control
(t = 1.5 sec).

IIT - 3.3 - Culmination phase - accelerated descent

As soon as the rotor is activated, the cam of the programming
motor delivers a progressive variation of the collective pitch permitting
trim control by the rotor during the culmination phase and subsequent
accelerated descent. This accelerated descent lasts approximately
t = 13 sec. Thereafter the programming motor stops and delivers
a constant general pitch adapted to the selected vertical descent speed
(about 20 m/sec).

During this transitory maneuver (t = 1.5 to 13 sec) the remote
command for pitch will deliver a trim program as a function of windin-
tensity (vertical trim at zero wind). Besides, the guidance commands
for pitching and yawing will be progressively superposed on the stabili-
zation terms.

IIT - 3.4 - Autorotative descent

The automatic pilot receives continuously progressive remote
signals for pitching and yawing (G4 and G_). These signals are guidance
commands worked out on the ground as a %unction of missile deviations
in meters, calculated as the horizontal projection on a fixed trihedron
connected with the landing point. The commands are distributed between
pitching and yawing channels as a function of rolling orientation that
is commanded simultaneously by remote control to the missile. It
should be noted that Gl on the pitching channel results from the super-

position of the guidance command on the balanced trim program. This
program, which is established on the ground, delivers a constant correc-
tion during autorotative descent. In all cases superposition is achieved
by the computer on the ground and a single '"successive' remote control
channel is used for pitching, The remote command all or none (S3) R

transmitted when the desired altitude is reached, puts an end to the
autorotative descent phase.



’
|7 General Pitch } ¢ o |2 Descent. | | & PulilLOut 1
- 56 \e
Switching Position -~ | - e |
e 1:Cruise D — 32 \o - g e
~——- 2:Autorota, desc.. S Jo—— .
! o ] ‘
I Diving Order  f L_.( 3 -:@ 5
[7c Prohimg 2o 7 5 |- o .-
- . .f-S -])Pp o Te
[Gyroscope 2 F4—m > - e -
[ ] _ }Dc \3 ‘—1
IPitch Gyrometer: | g - & r -f5;orX, -
1. 62 . | 4 Y
Err— S~ —d 8 rgee T
[Gyroscope 1 FL—w T - Os e - @
K74 l % o . } D ﬁ“Cﬁ -
| Gyroscope 2 | - = -Ayor2, b
‘ | Yaw Gyrometer| |-—em - r - -
. »-i-2; @ '-— Ro
Te - R - PA R—ﬂr
i | Gyroscope 1 |4 < - - -
iE ) 24 » - } ZQ; -, I
i [Roll Gyrometer }=— - r./.?,.,or;?; —
—— e
! ° >1] or - e
[Gyroscope 1 Ft—w—— | & ° ' } R - -
P . - << LY
[Roll Gyrometer «_ Y/ —
r -[r2 o ——
A . \_—-q-_J ¥-—q~—-1 \—*J7 V—*J o |
Detections Signal Switching Amplifiers Servo Switching - Aerod
Relays Relays :
(2 3-)




|

ENGINS MATRA

Postal Missile

125

Guidance System:

Motor Speed w

Fungtional Diagram

[,;,, e

~ Starting Signal s,

|

| ! -t-O - *
‘rogram 1. \
Mo%o : m—»| Contactor = Tachometer |
" Guiding=Chains Switching!" g
tch -/
\\M;'W* Jaﬂk; 1 -,
S B | sy F ‘.'.'.“‘.w—@
Overt-all Pitch
eeDe-Ti g & Pitching

aw A

B\ Jack: 2/ -,

LrDe-dz o Over-all Pitch & Yaw
1 (right)y £~ l
“ M- _ Ja}}k: 3 -xs

— i —ewwie——(©)

20 ~Zg~ Ty = L} Ds -y - xOver-;:all Pitch-Yaw |
T(ett) -7 4y 1 (N—C] —

Qo Switching
— | »| Logic

o3

-
mamic Controls

Boll Nozzles Control

/232

Rotor
Control




POSTAL MISSILE 124

January 62

APPENDIX IV

PATENTS ISSUED BY THE
"UNITED STATES PATENT OFFICE"
No. 2, 684, 213: Mixed type aircraft with fixed wing and rotary wing
sustaining means (July 20, 1954)

No. 2, 886, 261: Remote control aircraft system (May 12, 1959)
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Patented July 20, 1954

UNITED STATES PATENT

2,564,213

OFFICE

2,684,213

MIXED TYPE AIRCRAFT WITH FIXED WING
AND ROTARY WING SUSTAINING MEANS

Andre Mareel IIenault St. Cload rr:nco, said
Henault. assignor to said Robert

Application August 14, 1947, Serial No. 768,626

Claims priority, application France
September 10, 1946

(CL 244—-8)

24 Claims.

The present invention relates to a rocket-
propelied flying machine or aircraft having great
horizontal speed and capable of landing verti-
cally at any given point.

Such a flying machine may be used, in par-

ticular, for carrying mail over long distances

and at high speeds.
The aircraft according to the invention is char-

- acterized by the combination of a flying appa-

ratus. adapted for high speed horizontal flight
with a rotary wing which is retracted during
high-speed flight and whose axis of rotation is
directed along the longitudinal axis of the air-
craft, this wing allowing substantially vertical

‘A:;descent. at very low speed upon landing.

‘The aircraft, as considered In its construction

" adapted for high-speed horizontal flight, may or

may not be provided with sustaining wings; and
it may or may not comprise. stabilizing control

wings arranged, if provided, either in front of »

or behind the sustaining wings.

It has already been proposed to use a flying
apparatus constituted by a high speed.plane pro-
vided with & rotary wing, whose axis of rotation

~is: perpendicular to the longitudinal axis of the

apparatus and the blades of which, in high speed
flight, are folded back along the fuselage or are
refracted therein.

This apparatus presents the following main
drawbacks:

(a) The blades and their attachments are, at
the time of their opening, submitted to great
strain due to the relative wind especially if, at
that time, the speed of the apparatus is great,
which is in particular the case for a rocket-
propelled machine.

(b) The area of the circle described by the
tips of the blades is relatively small because the
length of the blades is conditioned by the length
of the fuselage of the apparatus and by the
position of the axis of rotation of the rotor, as
the latter must necessarily be located in the
vicinity of the center of gravity.

(¢) The unfolding of the blades, added to the
necessity of keeping them away from the sur-
faces of the control wings durmg their rotation,
creates complications.

In an aircraft according to the invention,
since the axis of rotation of the rotor is ar-
ranged in the axis, or substantially in the axis,
of the fuselage of the apparatus, the blades in
their folded position are very readily lodged along
the length of the body of the rocket.

The arrangement and the construction of the
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ple as this hub fits perfectly within the nose or
forward outline of the fuselage.

In their open position and.during their rota-
tion, as the axis of the fuselage is then vertical,
the blades have ample clearance with respect to
the sustaining wings and the control surfaces,
both of which may therefore be designed with-
out having to.take this rotor into account,

The rofor can have a maximum diameter since
the length of the blades may be substantially
equal to the length of the fuselage, while in
the. known machines mentioned hereabove, this.
length ecan be only hglf the lensth of the fuse-
lage. In other words, the area swept by the rotor
in the machine according to the invention may
ke four times as great as in a known machine.
of equal weight.

Finally, on landing, the blades of tiic machine
according tc the invention are not su' .nitted. to.
excessive stresses when they are unioided.

Such an aircraft, when it approaches ifs des-
tination, is directed, for instance .y clectro-
magnetic means, into an upright pcesition, in,
ordar to bring it to a vertical climb, its propelling
means being then advantagecusly cut off.

Due to its impetus, the aircraft continues its
ascent substantially along = vertical path until
its speed is annulled. and then reverses. At this
instant, that is when its spced is zero, or still
rising but very low, or already dropping but very,
low, the unfolding or spreading of the blades of
the rotor is effected.. This manoeuver may he
direcily effected if there.is & pilot on board, or
through remote control, or automatically.

In any case, the siresses on the blades and

. their attachments remain very smalil.
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The rotor is preferably caused to windmill by
auto-rotation at the time of its spreading. ‘This
auto-rotation is caused either by the effect of a
sultable incidence of the hlades, or by the use of
an auxiliary source of power.

Without departing from the scope of i in-
vention, the rotor, instead of being frec and opor~
ating by auto-rotation, may be driven iy a source
of. power, similarly. to the rotor of an helicopter,
which makes it- possible if desired still more to
reduce the speed of the descent, or cven to re-
duce it to zero.

The orientation of the axis of thc rotor by
inclination. of its pivot; or by any otlicr suitablg
arrangement, as for instance cyclic blade-pitch
variation, makes it possible to generate at will
an horizontal component which. controls the des-
cent of the aircraft along. such a trajeciory that

. hub of the rotating wing are likewise very sim- g3 it may be caused to land at any predetermined
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point, or at least a point determined with a good
accuracy.

In its folded position, each of the blades of the
rotor may be lodged in a channel formed along
a generatrix of the fuselage, which channel may
be covered by a fairing, or sealed by the blade

itself.

When the blades present along their length a
variation of incidence, they are lodged in chan-

‘nels or the like which, rather than extending

along generatrices of the fuselage, extend along
helicoidal ‘curves traced on the latter,

In the following description, given as an ex-
ample, reference is made to the accompanying
drawings, in which:

Figure 1 is a view in elevation;

Figure 2 is a section along line 2—2 of Figure -

1;

Figure 3 is an elevation showing the aircraft
with its rotating wing unfolded during its wind-
milling fall;

Figure 4 is a view thereof on a larger scale,
showing the means of attachment of the rotating
wing;

Figure 5 shows the aircraft in various positions
during the manoeuver preliminary to landing;

Figure 6 is an elevation of a modification; and

Figure 7 is a section along line 1—1 of Figure 6.

In the embodiment shown in Figures 1 to 5,

_the aircraft comprises a fuselage 10 on which is

fixed a sustaining wing 1{. At its rear end, the
fuselage carries horizontal control fins i2 and
vertical control fins {3. Inside the fuselage is
housed an engine {3’ which may be a reaction or
jet engine. According to the invention, the air-
craft further comprises a rotating wing 14, which
is retracted in normal flight and is spread out
just before the aircraft contacts ground so as to
rotate about a longitudinal axis of the craft.
This rotating wing is made up of a number of
blades 15, three in the embodiment shown in
Pigures 1 to 5. During flight, the blades 15 are
housed in corresponding grooves or channels {§
(Figure 4) provided in the surface of the body
of the fuselage {0.

These grooves are disposed according to gen-
eratrices of the hody of the fuselage as shown in
Figure 1. If, however, the blades have an inci-
dence variable along their length, the grooves are
of helicoidal form, so as to insure proper housing
for the blades and simultaneously to preserve the
aerodynamic qualities of the aircraft.

‘Each blade 15 is rotatably mounted on a pm
16’ carried by an arm {7 of the fuselage nose 37,
the said nose or fair-shaped portion 37 and the
arms I7, three in the example shown, being rigid-
ly secured together by any convenient well-
known means, such as angle-irons and bolts, etc.
Near their point of pivoting, the blades [5 are
each provided with a lateral arm (8 to the free
ends of which are pivoted links or connecting
rods {9, in turn pivoted at their other ends to a
disc 20. Each of the connecting rods 19 is ad-
vantageously constituted by a shock-absorbing
device. The latter is adjusted in such a way
that, when fully extended, it forms a stop limit-
ing the opening of the rotor and preventing
hyper-extension of the blades upwards, while
permitting the rotation of each blade around the

"corresponding pin {6’. Thus each blade can as-

sume all the positions of equilibrium resulting
from the combined action of the aerodynamic
and centrifugal forces.

The disc 20 is carried hy the rod 2{ of a hy-
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means comprising, for example, a spherical
swivel-surface 23. The latter cooperates with
the spherical recess of a ring or spherical socket
24 having a cylindrical outer surface with end
flanges 24’ and 24’ and slidable in a complemen-
tary ring 25° carried by struts 23 rigid with the
fuselage. The body of the jack 22 terminates
in an upper tubular extension 22’ which forms
the pivot or inner race around which the rotating

- wing 14, comprised of the bladcs {5, may rotate

through the medium of a ball bearing 26. The
jack 22 may be subjected at its lower extremity
to the action of two control jacks 271 and 28, at
right angles to each other. These control jacks
are pivoted as shown at 27’ for the jack 271 on
a ring 28’ rigid with the body 22 and also pivoted
‘as shown at 27’’ at their outer ends to a trans-
verse plate 28, resting on the fuselage i0 through
the medium of a roller bearing 3¢, so as to be
capable of rotating about the lonzitudinal axis
of said fuselage, the outer race of the bearing 30
being rigid with the fuselage {§. This plate 23
is fermed in its center with a recess 31, the shape
of which corvesponds to the shape of the lower
extremity 32 of the jack 22. The recessed pro-
jection 33 of the plate 29, in which is {ormed this
recess, forms the hub of a teothed gear 34 in
mesh with the outpui pinicn 3% of a motor 36
carried by the kody of the fuselage 3.

During normal flight of the aircraft under the
action of its propulsion means {4, the blades 15
are collapsed along the fuselage {5 (Fizures 1
ang 2) and are retracted within the contour of
this fuselage 50 as to he flush therewith. Under
the eifect of the drag acting on tb\, nose 37 of
the rocket, the nosz is applied =against the top
of the fuselage proper {9, the sou.et; 23 abutting
by its flange 24°’ against the ring 23°, which is
vhe pesition for take-oif, where the nose 37, in-
cluding the blades (5, the arms §f and the jack
22, rests under gravity on the fuseinge proper (9,
and the extremity 32 of the jack 22 is in the
recess 31, thus maintaining the nose 31 strictly -
in the longitudinal axis of the fuselage (§ in spite
of any transverse stresses which may act thereon.
The cooperation of the projection 32 and the
recess 3f has for its cbject to insure a positive
alignment of the nose and fuselage during normal
operation in opposition to bending stiesses ap-
plied thercto. The nose and fusclage will thus
be retained in positive alignment without resort-
ing to the jacks 27 and 27’ which weoulc, in any
event, have a certain innerent resiiience.

The launching and adjustment of the controls
of the aircraft are such as to cause the aircraft
to reach the neighborhood of its destination. It
is then brought, for instance by remote conty ‘01,
preferably automatic, to immediate proxiu ity of
its landing point. Tie landing manoeuver prover
then starts. The rocket is guided s¢ as 10 reach
a point situated substantially vertically above the
point where it is to land with its nose turned
toward the zenith, at a speed close to zero.  For
instance, the trajectory of the rociket (Figure 5),
which is first substantially horizontal, is defiected
upwards (position I), the speed of the rocket
diminishing progressively until it becomes sub-
stantially zero when it reaches the vertical posi-
tion (position II). By remote conircl or auto-
matically, the rotating wing {4 is then unfolded
through the action of the jack 22, which draws
the disc 20 downwards from the position shown
in dotted lines to the position shown in solid lines
(Figure 4). During this unfolding or spreading

draulic -jack 22 provided with universal joint 75 movement, which is braked by the action of the
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shock absorbess forming the connecting rods 19,
uzither the rotating wing, nor its attachments
are subjected to excessive strain, the speed of the
rocket being then substantially nil. Under the
action of gravity, the aircraft drops substantially
vertically, its {all being slowed down by the rotat-
ing wing {4, then in rotation. Due to the length
of the klacdes {3, which is substantially equal to
the overall length of the aircraft, the speed of
this fall is very low.

The rotating wing may be automatically put
into rotation under the effect of a suitable inci-
dence of the blades (5.

In a modification, the rotating wing is put into
rotation by means of an auxiliary source of
energy.

During this fall, the body of fuselage proper (0
hangs from.the nose 37 carrying the windmilling
rotary wing, and said nose thus tends to be
slightly spaced from th: fusclage proper {8, as
clearly shown Fizure 5 in position II, the extrem-
ity 32 of the jack 22 being pulled out of the cavity
31; in this movement, the socket 24 slides in the
ring 25’ until abutment against the flange 24°.

The retarded fa]l of the aireraft is guided from
the ground automatically by remote control or
manually from the aireroft so that the aircraft
will contect the ground accurately at the desired
point, for instanca the roof of a post-office (posi-
tion ITI).

This guiding is carried out by suitable inclina-
ticns of the axis of rotation of the wing 14 rela-
tiveiy to the vertical axis with which the fuselage
{8 remains coincident. These inclinations are
contrelled through the control jacks 27 and 28.

“To ¢nabie such guiding control to be effected
from a remote station outside the aireraft, as for
instance frem the precise alighting location, the
invention provides means, well-known per se,
such as those disciosed in United Stales Patents
2,450,071 and 2,454,022, for controlling ai the start
of the rocket’s fail, the direction of said jacks
with respect to a fixed (geographic or magnetic)
bearing line at the landing, for instance by tring-

ing the axis of one of said control jacks along said |

bearing line. These means comprise the motor
36 which is actuated for rotating the plate 29 on
the adeguate angle.

Figures 6 and 7 show a modification according
to which the blades 38 of the rotating wing are
two in number and, in their collapsed position, are
housed edgewise in the body 19 of the fuselage,

We claim:

1. In a fiying machine: a forwardly-truncated
fuselage, a rotary nose at the forward end of said
fusclage having its axis of rotation suhbstantially
coincident with the longitudinal axis of said
fuselage, a rvotary wing supported by said nose,
said rotary wing comaprising blades long enough
to ensure that said machineg will descend with its
fusclage substantialiy vertical at a landing speed
low enough-for a proper landing, and means for
retracting said blades by folding said biades down
alony said fuselage and nose.

2, In a {lying machine as in claim 1, channels
formed substantially longitudinally aleng the
outer surface of said fuselage to house said biades.

3. In a fiying machine as in c¢laim 1, recesses

- formeqd substantially longitudinally on the outer

surface of said fuseiage to house said blades with
the outer surfaces of said blades merging sub-
stantially flush with the outer surface of said
fuselage. .

4. A flying machine comprising a fuselage, a
longitudinally-extending rotative hub in said
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fuselage forwardly thercof, means for supporting
said hub slidably in said fuselage along a longi-
tudinal direction thereof between & remote posi-
tion and proximate position, blades forming a
rotary . wing structure supported on said hub,
means for maintaining said blade along said
fuselage in reiracted condition, means for lock-
ing said hub with the axis thercof along the lon~
gitudinal axis of said fuselage when said hub is
in proximate position, said last-nomed means
being arranged to he disengaged by movement of
said hubh to the remote position for freeing said
hub for transverse movement.

5. A flying machine comprising a forwardly-
truncateg fuselage, & jack at the front end of
said fuselsge, said jack having a body, a spherical
swivel surface on said jack body, means for sup-
porting said jack body from said fuselage through
sald spherical swivel surface, a winz structure.
rotatably mounted on said jack bkody, said struc-
ture including biades, a nose extending from said
fuselage at the forward énd thereof, mcans for
connecting said hlades with said nose for folding
retraction of said blades along said fuselage to-
wards the rear znd thereof and opening expan-
sion of said blades to form a rotarv-wing struc-
ture transverse o said fusclage, said connecling
means comprising a movable jack-element co-
operating with said jack body, and a pivotal link-
age between saig blades and said inovable ele-
maeng.

6. A fiying machine as in claim 5 wherein said
pivotal linkace comprises damping means,

7. In & flying machine as in ciaim 5, a trans-

5 verse plate &b the forward end of said fuselage,

a central rceess in said piate, and a projection at
the lower end of said jack for a removable co-
operation with said recess.

8. In a flying machine as in claim 3, a trans-
verse plate forwardly of said fuselave, 2 central
racess in said plate, a preojection at the cottom
end of said jack removably cooperating with said
recess, means for rotating said plate around the
fuselage axis by a predetermined angle, an ansi-
larly adiusting jack between the jack body and
said plate, and a further angularly adjusting jock
at right angle with the first-mentioned adjusting
jack interposed between said jack body and said
plate.

9. In a flying machine: a fusclage, a structure
mounted at the ferward end of said fuselagze and
rotatable relatively thereto, ang & rotary wing
carried by said structure transverse to said fuse-
lage and adapted to limit the speed of descent of
said machine with its fuselage substantially ver-
tical to a value admitting of a proper landing and
comprising blades foldable along said fuselage
during horizontal flight of said machine.

10. In a flying machine: a forwardly truncated
fuselage, a fin structure on and propulsion means
in saiqd fuselage, a rotary section extending for-
wardly from said fuselage, rotary wing blades on
said rotary section, and imcans for bringing said
blades from an operative yposition transverse to
the fuselage longitudinal axis to an inoperative
position substantially parallel to said axis and
reiracted aleng the fuselage and vice-versa,

11. In a flying machine: a forwardly-truncated
fuselage, fin means and propulsion means respoc-
tively on and in said fuselage, a rotary nose ex-
tending forwardly from said fuselage, rotary wing
blades on said nose, means for shifting said blades
between an operative position transverse to the
fuselage longitudinal axis, in which said blades
exert a parachute aclion, and an {noperative posi-
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tion substantially parallel to said axis in which
said blades are retracted along said fuselage, and
means for adjusting the longitudinal axis of said
nose relatively to said longitudinal axis of said
fuselage to control the direction of the parachutal
descent of said machine.

12. Flying machine as in claim 11, wherein said
nose is mounted for universal swivel movement in
a support rigid with said fuselage,

13. Flying machine as in claim 12, including a
swivel mounting rigid with said nose and mounted
for sliding movement therewith paralle} to the
longitudinal fuselage axis relatively to a support
rigid with said fuselage.

'14. Flying machine as in claim 11, wherein said
nose is supported by a swivel device mounted for
longitudinal sliding movement relatively to the
fuseclage ang slidable to and from a remote first
position and a second proximate position rela-
tively to said fuselage, and means for centering
said nose relatively to said fuselage in said second
position of said nose.

15. A flying machine as in claim 11 wherein
said adjusting means comprise a swivel device
supporting said nose, and a jack means for con-
trolling the angle of the longitudinal axis of said
nose relatively to-the longitudinal axis of said
fuselage,

16. In a flying machine: an elongated forwardly
truncated fuselege, a tailfin structure carried at
the rear part of said fuselage, a ncse extending
forwardly from said fuselage ang rotatively
mounted with respect to said fuselage, a rotary
wing carried by said nose and including blades
and means for felding said blades back along the
fuselage towards the rear end thereof and for ex-
panding said bla#e8 "to thelr ‘opérative position
transverse to the longitudinal axis of said nose.

17. In a conventional airplane including a
fuselage with a sustaining surface and a tail-fin
structure, in combination: a nose rotatively
mounted on the fuselage forwardly thereof, ro-
tary wing-blades carried by said nose and retract-
able along said fuselage substantially over the
whole length thereof, and means for expanding
said blades to constitute a rotary wing structure
transverse to said fuselage for parachute descent
on landing.

18. Aircraft comprising an clonzated fuseclage,
a tapering nose section supported by said fuselage
forwardly thereof for rotation relatively to said
fuselage about a substantiaily longitudinal axis,
rotary wing blades supported by said nose section
and angularly equi-spaced about said longitudi-
nal axis, and linkage means for retracting said
blades along said nose and said fuselage and for
expanding said blades transversely of szid longi-
tudinal axis.

19, Aircraft as in claim 18 comprising: uni-
versal connecting means between said nose and
said fuselage, and means for adjusting the angu-
lar inclination of the nose axis with respect to the
fuselage axis.

20. Aircraft as in claim 18, wherein the fuse-
lage comprises aerodynamic stabilizer fin means.

21. Alrcraft comprising: an elongated fusclage,
universally mounted pivot means forward of said
fuselage, means for controlling the inclination of
the axis of said pivot with respect to the longi-
tudinal axis of saig fuselage, means for support-
ing said pivot means on said fuselage for sliding
movement relativeiy thereto, stop means be-
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tween said fuselage and said pivot means for
limiting said sliding movcment, a tapering nose
supported on said pivot means, and substantially
forming an extension of said fuselage, rotary
wing blades supported on said nose and angularly
equispaced about the centre axis thereof, means
for expanding said blades and for retracting them
along said nose and said fuselage, centering
means respectively supported on said fuselage
and on said nose and operative when said fuse-
lage and said nose are in their adjatent condition

~and inoperative when said fuselage and said nose

are in their spaced apart condition.

22, A flying machine comaprising a fuselage, a
nose extending forwardly from said fuselage, uni-
versal joint means supporting said nose on said
fuselage, a rotary wing-structure supported on -
said nose and regularly arranged around the axis °
thercof, means for supporting said nose for
lengthwise sliding movement with respect to said
fuselage between a remote and a proximate posi-
tion with respect thereto, means for maintaining
said nose with the longitudinal axis thereof in
alignment with the longitudinal axis of said fuse-
lage when said nose is in said proximate position
and inoperative when said nose is in its saig re-
inote position, and means for retracting said ro-
tary wing structure along said nose and fuselage.

23. A flying machine which eomprises: a for-
wardly-truncated fuselage, propelling means in
said fuselage, a nose carried at the forward end
of said fuselage and rotatable relatively thereto,
and a rotary wing structure adapted tor windmill
action mounted on said nose and comprising
blades and means for bringing said blades to an
operative position transverse to the axis of said
fuselage and for bringing said blades to an in-
operative position retracted in folded condition
along said fuselage.

24. A flying machine which comprises: a fuse-
lage, a fin structure secured to said fuselage, a
nose carried at the forward end of said fuselage,
& rotary wing structure carried by said nose in-
cluding blades, and means for folding each blade
along the fuselage by rotation about an axis
transverse to the long axis of said fuselage to
render said rotary wing structure inoperative for
horizontal flight of said machine and for expand-
ing said wing structure ny a reverse rotation of
each one of said blades about said transverse axis
to render said rotary wing structure operative
effectively to slow down the rate of descent of said
machine with its fuselage substantially vertical
for landing,
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This is a coatinuaticn-in-part of our Patent No.
2,684,213,

This invention relates to craft guidance means, and
more particularly to apparatus for guiding a rotary-wing
aircraft towards a predetermined landing point.

It is one object of the invention to provide apparatus
whereby an observer stationed on the ground at or pear
a desired landing location will be able to guide the auto-
rotational descent of a rotary-wing aircraft accurately
towards said location, even in the absence of any human
pilot aboard the craft.

According to the invention, a reference direction pass-
ing through the desired landing point or a point adjacent
thereto is established aboard the aircraft to serve as a
reference for the actuation of automatic means on the

craft operative to modify the path followed thereby dur- &

ing landing.

The said reference direction charactcristically asso-
ciated with the landing point may be magnetic Norih
or geographic North or any other suifable direction. The
reference direction is reproduced on board the craft
through radio transmission.

The invention is desirably applicd to an aircraft the
rotary-wing structure of which is carried on a hub uni-
versally mounted on the craft structure through a swivel
joint or the like whereby the tilt of the rotary wing axis
relative to vertical may be varied in any desired direction

" within the limits of a solid cone in order to direct the

landing path of the craft.

In one embodiment of the invention as applied to a
craft of the type just specified, the said hub is angularly
positioned by the combined action of a pair of ictuators—
e.g. hydraulic motors or jacks—arranged out of align-
ment with each other, and preferably at right angles with
cich other, carried on a rotary support or platform per-
pendicular in extent to the normally upstanding axis of
the rotary-wing structure, means being provided for ro-
tating said support from the ground whereby a given di-
rection of said platform may be sct parallel to the rcfer-
ence direction.

An embodiment of the invention will now be described
by way of illustration with reference to the accompanying
diagrammatic drawings wherein:

Fig. 1is a perspective view showing part of the rotary-
wing structure and the actuating means therefor accord-
ing to the invention;

Fig. 2 is a block diagram further illustrating a frag-
ment of the structure of Fig. 1, in axial section on an
enlarged scale;

Fig. 3 is a block diagram of the ground control station,

As shown in Fig. 1, a rotary-wing structure comprises
a hub 10 and wing blades 11 carried thereon, the hub 10
being provided with a spherical swivel portion 12 adapted
to cooperate with a complementary spherical socket 13

" forming part of the fixed frame of the aircroft.

Coupled to the lower end of the hub i0 through a
ball 14 are the displaceable elements 15 and 16 of a pair
of actuators or jacks 17 and 18 comprising cylinders 19
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and 28. The displaceable clements 15 and 16 may con-
stitute piston reds attached to pistons Z2 and 22 slidable
in the cylinders and defining therein the chambers 23—249
and 25—246 respectively. The actuator cylinders 17 and
15 have clevises 27 and 28 formed on the outer ends
thereof by means of which the cylinders are pivoted to
lugs 27’ and 28’ projecting from the flange 29 of a rotat-
able platform 39 comprising an annular peripheral chan-
nel clement providing a runway cooperating with a plu-
rality of horizontal rollers 31 rotating on brackets 33 se-
cured to the frame 32 of the aircraft.

The platform 30 (Fig. 2) is provided with a central
boss or hub 34 in which a recess 35 is formed adapted to
cooperate with an appendage 36 forming the lower end
of the hub 19 for centering the latter when the craft is
not in condition for an automatic landing according to
the invention. Formed around the periphery of boss 34
is a gear 36 adapted to mesh with a pinion 37 secured on
thz output shaft 38 of a suitable electric motor 39. The
motor 39 is cnergized for selective rotation in opposite
directions through leads 41 and 42 from the output of
a suitable radio receiver 40 of conventional design herein
illustrated in block form. The actuators 17 and 18 are
controlled through a radio receiver 43 mounted on the
platform 33 and adapted in response to control signials
received thereby to operate either or both of the actua-
tors selectively so as to cause the displaceable members
to be moved into or out of the related cylinders. Both
the receiver 40 and the receiver 43 are adapted to receive
control signals from a remotc stazion P at or near the pre-
determined landing location. The conirol station P com-
prises mcans for establishing a directional reference, for
example a magnetic compass 44 or equivalent means, and
a radio transmitter 45 havinz an aerial 46 for transmit-
ting radio signals capable of being received by the re-
ceiver 40 and converted thereby into suitable control
signals fed to the reversible motor 3% to rotate the latter
in either direction depending on the polarity of phase
condition of the control signals. Rotation of the motor
39 roiates the platform 39 in a corresponding direction
until a predetermined direction or radius of the platform
has been brought into alignment with reference direction
as indicated for example by the index 47 of the compass.
Any suitable servo-system may be used for operating the
motor 39 in the manner just described, Also provided
at the control station P is a further radio transmitter
43 provided with two suitable adjusting knobs or the like
49 and 59 whereby radio signals may be transmitted to
the receiver 43 for operating the actuators 17 and 18,
For example, the adjusting knob 49 may serve to control
the position of the actuator 17, the displaceable clement
of this actuator bemg moved iawards or outwards accord-
ing as the knob 49 is mcved to one or the other side of
a neutral position. Similarly the knob 50 will serve to
control the position of the actuator 18.

The arrangement described opcrates as follows: When
the ground operator located at ihe station P catches sight
of the aircraft which previously was controlled in some

ther suitable manncer, and ¢s the craft commences its
autorotational descent, the patii of the craft is guided
towards the predetermined landing point in the following
way: The switch 51 of transmitter 45 is placed in op-
erative position. Transmitter 45 constitutes the trans-
mitter unit of a radio remote control system whercof the
receiver unit is provided by the receiver 40. As disclosed
above the system operates to bring a predetermined radial |
direction of platform 30 into, and muintain it in, align-
ment with the reference direction cstablished by the di-
rectional instrument 44, This establishes a directional
reference on board the craft, said reference remaining
fixed regardless of the craft’s position and attitude, and the
operator then adjust the koobs 49 and 50 to guide the
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descent of the craft as easily and accurately as if he were
on board. That is, by observing the position of the craft
the opcrator is able at any instant to correct any dis-
placement .the craft may tend to assume off the ideal
landing path towards the preselected point, and thus bring
in the craft safely and surely to a landing at seid point.

What we claim is:

1. A guidance system for a rotary-wing aircraft for
guiding the craft in descent toward a preselected landing
area, which comprises means for reproducing on said
aircraft a predetermined reference direction at said area,
and means for controlling the tilt of the axis of rotation
of the rotary wing structure of said aircraft with refer-
ence to said fixed direction as reproduced on said craft.

2. A system for guiding a rotary-wing aircraft in
descent towards a-preselected landing area, comprising,
a remote control transmitter station, signal transmitting
means at said station for transmitting signals indic-
ative of a predetermined topographical direction at said
landing area, means on said craft for receiving said sig-
nals and for maintaining at all times a selected direction
of the craft in a constant predetermined angular relation-
ship with the said topographical direction, means on the
craft for controlling the tilt of the axis of rotation of the
rotary wing structure thereof, and further transmitter
means on said landing area for remotely controlling said
tilt control means.

3. A system for guiding a rotary-wing aircraft from
a preselected landing area, which comprises, a rotary-wing
structure on said craft having a hub, means mounting
said hub for universal rotation on the craft, a support
mounted for rotation about a predetermined axis of said
craft, a first actuator mounted on said support and op-
eratively connected with said hub, a second actuator
mounted on said support at an angle to said first actuator
means and operatively connected with said hub, first
radio receiver means for actuating cach of said actuator
means in either one of two opposite directions, second
radio receiver means and means responsive thereto for
adjusting said support angularly about said predetermined
oXxis, transmitter means at said area constituting the trans-
mitter of a remote control system cooperating with said
second receiver for reproducing a topographical direc-
tion of said area as a related angular position of said sup-
port, and further transmitter means at said area adapted
for cooperation with said first receiver to actuate said
actuator means. =

4. In a rotary wing aircraft having a shaft for the ro~
tary wing, means mounting the shaft for universal rota-
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tion and jack means for controlling the relative vertical
tilt of the shaft: a support for the jack means mounied
for rotation around the shaft axis with said axis vertical,
and means for coafrolling the rotation of the support
from a control station outside the aircraft.

5. In a rotary wing aircraft comprising a wing shaft
mounted for universal rotation and two jacks arranged
at an angle to each other and operatively connected to
the shaft to vary the angle thereof with respect to a mean
position: a platform perpendicular to the shaft in said
mean position and mounted for rotation on the aircraft
about said shaft, drive means for rotating the platform
in either direction, means for controlling the drive means
from a control station outside the aircraft, and remote -
control means for actuating either jack for extension or
retraction.

6. A remote-control system for landing a rotary wing
aircraft having a universally rotatable wing shaft and
comprising two angularly disposed jacks each having one
end operatively connected to the shaft to vary the inclina-
tion thereof with respect to a mean vertical position,
said system comprising: a platform occupying a position
transverse to said shaft in the mean vertical position
thereof and mounied on the aircraft for rotation about
the axis of said shaft, the two jacks having their other
ends supported by said platform, drive means for rotating
the platform, radio control means for the drive mecans
comprising a first receiver on the aircraft and a first
transmitter at the landing site, actuating means for extend-
ing and retraciing eacl of the jacks sclectively, and radio-
control means for the actuating means comprising a
sccond recciver on thc aircraft and a s d transmiticr
at the landing site, :aid second trans r comprising
two actuating members corresponding re.zzctively to the
two jacks for extension or retraction thicrcof in accord-
ance with actuating movements impartcd‘,f%o the respec-
tive member in ecither direction relatively fc a mean posi-
tion corresponding to the said mean vertical vosition of
the wing shaft.
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